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A COMPARISON OF ERTS-1 AND SLAR DATA FOR THE STUDY
OF WATER RESOURCES

1
SUMMARY

This final report concerns the work conducted under Task IV of NASA Contract NAS5-
21783 between 1 July 1972 and 30 August 1974, The project was originally designed as a com-
parison of imagery collected using a dual-frequency, dual-polarized Side Looking Airborne
Radar (SLAR) and that obtained by the Earth Resources Technology Satellite (ERTS-1}. For
this comparison, snow and ice, specifically freshwater 1ake ice in the upper Great Lakes area,
was to be the subject of the study. However, weather conditions coupled with delays in the
preparation of the radar system dictated that the work would not be completed during the 1972-
1973 winter season. Consequently, the orientation was changed to study water levels and lake
shore flooding along the western shore of Lake Erie in Monroe County, Michigan. Data col-
lected during this time included SLAR and ERTS-1 supplemented by black and white infrared
(B&W IR} aerial photography.

This report is therefore divided into two major parts. The first describes the approaches
and progress which have been made relative to the study of lake ice while the second discusses
the work conducted and the conclusions reached with respect to the study of lake shore flooding.
SLAR and ERTS-1 data are the primary inputs for each study, with B&W IR providing much of
the "control' data for the Monroe County work.

One of the primary objectives of the work, in addition to comparing several remote gensing
data collection systems, was to attempt to determine the degree to which information could be
extracted from the data using traditional photo interpretation methods, Although numerous
Sophisticated methods are available for the analysis of remotely-sensed data, it is the philosophy
of the author, and the objective of this work, that until these data are utilized through fairly
straightforward techniques there will be little call for them by individuals and/or small govern-
ment organizations, These users are often the ones in greatest need of such data, for they
commoniy can neither launch large data collection efforts or fund extensive analysis programs,
Our anaiy_sis was conducted primarily in the realm of aerial photographic interpretation tech-
niques, using data easily available and employing procedures which are possible in the averé_ge
darkroom. It is the hope that we have demonstrated the utility of these data as an information
sourcé for small governmental units (e.g., counties, 't0wnships, etc.) and also the utility of
these data for real-time operations (e.g., shipboard operations in ice-covered waters). By by-
passing extensive and expensive machine technology, which although often vielding a more pre-
cise analysis, also often requires considerable time for the preparation of the data, we endeavor
to bring remote sensing closer to the needs of the immediate data users,

11
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This work draws the following canclusions:

1. For the visual analysis of ERTS-1 imagery, a pasic set of radiometric signatures are
easily and cheaply obtainable by the resear"cher working in his own field area. Such
data may be collected at the time of the satellite pass, requires a minimum of manipu-
lation and quickly provides necessary guidance for visual interpretation of the ERTS-1
imagery.

9. For studies of lake ice, ERTS-1 Band 7 has proven to be the best suited for identifying
open water and open-pack ice. As the amount of open water in the scene decreases,
or as the amount of free water in the snow decreases, there is a decided advantage in
using shorter wavelengths for scene identification. However, in cases where the spec-
tral response curve is essentially flat for all wavelengths {e.g., snow), all four ERTS-1
bands are necessary for adequate identification. ,

3. The study of the electrical properties of the ice and snow pack is fruitful in that the
low dielectric constant (e.l) and low loss tangent (tan 6) indicate that energy penetration
can be considerable in the cases of the ice and snow having no free water. This ex-
pands the information available beyond that obtained by ERTS-1, and comparison of
the two data sets should yield a considerable amount of additional information about
the subject material.

4. SLAR apparently gives information concerning the internal structure of the snow and
ice, as opposed to the surface information which is available from ERTS-1, and con-
sequently supplements the ERTS-1 data.

5. For the monitoring of ice, all four ERTS-1 bands are useful and generally necessary.
There is some argument for the finer division of the ERTS-1 bands (i.e., finer spectral
resolution), especially in the longer wavelengths where the spectral response curve
rapidly decreases with increasing wavelength. No conclusion may be drawn concern-
ing the SLAR imagery for ice because there were no data available at the time this
study was being conducted.

6. The measurement of floods and flocding é.reas {using ERTS-1 Band 7 only) is quite
promising. Identification of the small land and water areas which tend to be obscured
within the resolution element of the system is a problem.

7. Band 7 of ERTS-1 did not allow the detection of the several small towns in the Monroe
County, Michigan study site. Alternatively, those urban sites which were flooded were
easily identified as flooded. The SLAR detected the same built-up areas, but it was
not always possible to identify them as flooded on this imagery. By combining the two
systems, the identification of the flooded towns is easily and accurately achieved using
the photo-interpretation approach., The near simultaneous and near real-time avail-
ability of data from the two sensors could be extremely useful for guidance of flooding
and post-flooding rescue and disaster relief operations.

12
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Because the resolution cell of ERTS-1 is relatively large (approximately 300 ft), it
appears rational and necessary to supplement this system with a fine resolution active
microwave imaging system such as SLAR. This would allow the continual monitoring
of some sites through most weather conditions, and the collection of data over a wide
porticn of the electromagnetic spectrum during pariods of high atmospheric attenuation
in the visible portion of the spectrum. . ‘

In the case of floods, it appears that the ERTS-1 Bé,nd T is the single best band for
monitoring both water and moist and saturated soils. For these studies, SLAR X-Band
(HH, HV} gave most of the radar information resulting from the image interpretation.
It is also concluded that the near real-time availability of these data’ should be strongly
encouraged, although the data need not be confined to the same level of (technology) . -
sophistication. For the examples used herein, near real-time (less than 12 hours)
data dissemination is mandatory if a goal is the inclusion of numerous smaller organ-
izations in the utilization of the data for guidance coping with on-going meteorological
events. ‘ )

It is a relatively easy task to use the ERTS-1 CCT for identifying the location of a
given ground surface if the following two items are known: a) the locafion of the radi-
ometric response of that surface in the continuum of the gray scale for the study scene
and b) the percentage of the study area which is covered with that particular ground
surface. ) . | ‘ ‘

The combination of the SLAR and ERTS-1 data are definitely complementary to one
another, as demonstrated in the case of the builf-up and flooded areas. SLAR was
instrumental in identifying these areas as built-up, whereas ERTS-1 Band 7 were
necessary to identify the flooded condition,

13
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2
INTRODUCTION

Although the 1972-1973 ice season confirmed the predictions for an early freeze-up in
some of the more isolated portions of the upper Great Lakes, the warmer-than-normal thaw in
late January rapidly stabilized or diminished the ice develépment in the northern areas, in-
cluding the study site of Whitefish Bay (Fig. 1). It wasn't until 8 February 1973 that the last
ship cleared the locks at Sault Ste. Marie, a date which was one week later than the record
set in the previous year, The winter remained unseasonably warm in all lakes, with March,
1973 exhibiting a +5.1° to +5.79C (+9.0 to +10.0°F) departure from the norm (Table 1). The
opening of the 1973 navigation season was not only one of the easiest, but also one of the earliest
on record (28 March 1973, the first time in 20 years of an opening prior to 1 April), occurring
about two weeks before the average opening date (Boyce, 1873) (Table 2). By this time, Sault
Ste. Marie was several hundred degree days above the historical norm.

The short ice season was to the distinct advantage of the shipping interests, but it led to a
series of problems for the project. The lack of ice of sufficient thickness and cover precluded
the proper field work which was to consist of reflectance, thickness, electrical and roughness
measurements of the ice cover of Whitefish Bay. A second major problem was the considerable
reduction in the time during which a good set of ice data could be obtained via satellite multi-

spectral scanners, a fact which led to some major changes later in the project.

Table 3 presents the coverage of the ERTS-1 data which are available for the Whitefish
Point study area for the 1972-1973 ice season. These data clearly illustrate the problems
relative to the cloud cover in the study area. It is noted that ice was not present to any extent,
at least not of sufficient coverage to restrict'shipping, until early February, and then only until
early April when the shipping season reopened. During that time there were only four ERTS-1
passes which would have shown ice. Of these, three had 909, or more cloud coverage,one had
60Y% cloud cover with thin clouds over the study area, and two {29 and 30 March 1973) showed
some good ice data from the Whitefish Bay area.

The next major problem related to the preparedness of the SLAR system, which, due to
several malfunctions, was not operative until 5 April 1973, This was approximately one week
following the best set of ERTS-1 data (29 March 1973). By that time the ice in Whitefish Bajr
had disintegrated to a point which made it impossible to do the ground truth considered necessary
for completion of the original task. Also, due to the rapid ablation of the ice and the problem of
clouds obscuring the study area, a wait until the next satellite pass (on 16-17 April 1973) was
not warranted. The decision was made to shift the major emphasis of the study from the ice

in eastern Lake Superior to the shorelines of the western portion of Lake Erie. This decision,

14
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TABLE 1.

Mouth

November (1972}
December (1972)
January (1973)
February (1973)
March {1973)
November (1972)

Lake Buperior

Lake Michigan

Lake Huron

DEPARTURE OF GREAT LAKES TEMPERATURES FROM NORMAL
{From: Boyce, 1973)

" Lake Erie

Lske Ontarb

Og

. -0.56
5.83

-1.87
-0.50
“+5.61
-0.89

(°F)
(-1.0)
(-4.8)
+3.0)
(+0.9)
(+10.1)
(+1.6)

°c

0.06
2.11
1.95
1.11
5.28
1.22

(°F)

(-0.1)
(-3.8)
“+3.5)
+2.0)
{+9.5)
(+2.2)

%c

0.61
0.11
1.56
0.89
5.11
1.00

(°F)

(-1.1)
(-0.2)
(+2.8)
(-1.6)
(+9.2)
(+1.8)

°c

1.11
1.39
1.39
0.89
5.44
1.22

°F)
(-2
2.
(+2.
(-1.
(+9.
+2.

3)
5)

8)
2)

°c P

1.72 (-3.1)
2.39 (#.3)
1.89 (+3.4)
1.50 (-2.7)
5.67 (+10.3
1.33 (2.4

A3
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Location

Duluth ]
Whitefish Bay. -
St. Mary's River
Straits of

"Mackinac -.
. Green Bay

Southern Lake
Huron

Saginaw Bay

Detroit

Western Laké,Erie

{Cleveland) -
Buffalo

TABLE 2.

Forecasted
pening-
Icebreakers

April 2

© March 30

Match 29
March 24

;March72§
March 18

"March 26

March 18
March 20

April 4

OPENING OF NAVIGATION SEASONS
(From: Boyce, 1973)

Forecasted

! pening-
Natural
April 11
April 10
April 9
April 7

April 8
March 26

April 1l

March 26_ .
March .27

April 14

*Without direct icebreaker assistance
**Not known whether icebreaker assistance rendered

" Actual 1973
pening

*March 29
**March 28
**March 28

*Magrch 20
**March 31

*March 14

(ice-free on
March 15)

SMarch 14
#March 20

*March 20

Average Earliest
Opening Opening
(Historical)

April 10 March 1, 1911

April 14 Mareh 22, 1942
April & March 18, 1964

April 12 wMareh 24, 1946

March 23 March 1, 1937

March 24 March 1, 1937

April 11 March 2, 1953

NYQIHW 40 ALSHIAINN FHL 'SAMOLYHOBY T NNE MOTTIM ATNIWHEOS
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@«

EAST

WEST

NOTES:

TABLE 3. ERTS-1 DATA AVAILABLE FOR WHITEFISH BAY STUDY AREA
1972-1973 Winter Season

23NOV72 ~ 11DEC72 29DECT2 16JAN73 03FEB73 21FEBR73 11MAR?3 29MARTI 16APR73
1123-15580 1141-15580 1159-15575 1177-15573 1195-15573 1213-15581 1231-15582 1245-15533 1267-15582
90% (NI) 502 (I)* 100% (IP) 20% (1)%=+ 100% (IP) 90% (IP) 90X (IP) 202 () 100% (IF)
24N0V72 12DEC72 30DEC72 17JAN73 O4FEB73 22FEB73 12MAR73 30MAR73 17APR73
1124-16032 NO DATA 1160-16030 1178-16033 1196-16032 1214-16032 1232-16034 1250—160%4 1268-16034
70% (NI) 100% (IP) 1002 (IP) 100% <(IP) 60% {1 70%  (IP) 208 (1) 202 ()"
I = 1Ice Visible

1P = Iece Probable

NI = No Ice Visible

NIP = Ne Ice Probable

*

Ice on St. Marys River, Inland Lakes and Protected Bays

Thin clouds over study area, Ice on Canadian Portions (Goulias Bay, Batchawana Bay and
west of Ile Parisienne)

Ice in Tahquamenon Bay, and areas between whitefish Point and Ile Parisienne;

ice also in Goulias Bay and Batchawana Bay.

Ice and thin clouds over entire study area

small amounts of ice in small bays and along shore

A
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done with the concurrence of the program monitor, permitted data collection operations which
provided the data that will be the subject of the next chapter.

As indicated above, the opt1mal tempora.l combmatmn of both ERTS 1 and SLAR data for
studying fresh-water lake ice in Whitefish Bay, was not avallable However, durmg the satell:te
passes of 4 February 1973 a ground truth team was in the field preparlng for the proposed
work. Originally, studies of the ice in both the Great Lakes and on several smaller inland lakes
were planned The ob]ectwes of this Work were:

1. To determme the type and distribution of freshwater. ice in the upper Great Lakes and
to study the feasibility of determmmg ice thickness under a varying snow cover, using - .. .
ERTS-1 and SLAR methods and imagery; . ] o

-2, To study the d1etr1butlon and measurable para.rneters of the snow pack and ice of the
upper Great Lakes area for ground truthing the remately-sensed data and;

3. To study and evaluate the importaace of the two-sensor approach to the study .of lake
ice and gnow pack; to determine what proportion of necessary .and relevant [information
can be derived from each sensor packa,ge and what reliability data from 4 given sensor
or set of sensors will have in terms of predmtmg ice and snow pack growth, movements,
‘ablation and dissipation,

The rationale for the two -sensor approach usmg one operatmg in the vxstble and near vxs-
ible and the other in the mlcrowave follows '

Although aerial ‘photography of lake ice, through both space and time, has been an import-
ant source of data. for some years, the collection of these data has h1therto been dependent upon
suitable £1y1ng weather With respect to the ERTS-1 imagery weather . can interfere in another
way, for the development of clouds between the ground and the sensor will obscure the former
from the latter. Such a condition does not affect SLAR (which is, essentlally, an all—weather
sensor}, but as long as the SLAR is alrborne the ﬂymg cond1t1ons for the alrcraft w111 dictate
the feasibility of this instrument for a v1a,b1e data SOurce By pursumg the collectlon of the
SLAR data, in conjunction with the ERTS i data it was thought that some relatlvely 1mporta.ht )
statements concerning the usefulness of these sensore for ice data, both 1n an independent and "l
comparative sense, could be made, '

In addition, we recognize that one sensor alone cannot prowde all of the pertment and
necessary data for all possible users and uses. For example the data. colleoted in the visible
{using, for example, photography) generaily cannot provide dlrect 1nformat1on relative to the
ice thickness or snow depth. By using multi-sensors these data may still not be available, but
additional surrogates could be collected and compared to infer" other more mea,mngful and per-
tinent data and information. This woiild allow the fulfillment of the gecond objective mentmned
above and to make more meaningful statements concerning the contributions of different sensors
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to ice and snow studies. Finally, there is the need for ground truth which is hoth comprehensive
and continuous in remote sensing experimentation. Such data, reflecting the conditions of the
earth's surface at the time they were collected are increasingly necessary because we are
moving from a period of instrument design and development into one of application of the data
collected by these insiruments. In this particular study numerous parameters {some of which
can be remotely sensed) have been identified with regards to the initiation, growth and dissipa-
tion of ice sheets. Most standard weather parameters (e.g., degree days, winds, cloud cover
and the like) are already routinely taken by the weather services. However, there are few on-
going studies of parameters such as isoiation, moisture content of snow, snow density, ice
thickness, water temperatures, snow depths and dielectric constant of surface materials. These
factors are of utmost importance, for they are indicators of the nature of the surface materials;
and as indicated earlier, as these parameters change through time, the remote sensor may de-
tect this change. We thus need to have extensive ground truth which will document changes in
the ice and snow covers through space and time, provide more accurate interpretations of the

remotely sensed data and aid in the development of interpretation keys.

Hence, the approach is to relite ERTS~1 data, SLAR data and ground truth data concerning
ice and snow to one another thus affording a more realistic realization of objective (3) noted

above.

In addition it is noted (Figure 2) that there are considerable variations in the types of
treshwater ice which develop (Wilson, et al., 1954). Some, such as slush, are of little hazard
to navigation although they ofted impede a ship's progress, whereas sheet ice and floes are
navigational hazards, depending upon their thickness, size, movement, pressures and the like.
These variations, though briefly noted, must be documented to avoid misinterpretation of the
imagery.

The ground-truth team was in the field during February and March 1873. During this time
some haseline data were acquired over the ice and snow surfaces in preparation for the re-
motely sensed data collection. This team was stationed at The University of Michigan Biological
Field Station at Douglas Lake, Michigan {Fig. 1}, which allowed them access to both the inland
lake ice of Douglas Lake and to Pelston, Michigan {(Emmett County) airport.

This winter's work was designed to determine both the design and development of instru-
mentg for the measurement of electrical ground truth parameters. The work consisted pri-

marily of two sets of measurements:

a} Radiometric measurements - for determination of spectral signatures of different snow
and ice types, for ERTS-1 data interpretation.
b) Dielectric measurements - for determination of dielectric measurements of snow packs
and freshwater lake ice, for SLAR imagery interpretation,
20
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Initial Ice Skim

Quiet Water, : Strong Wind
Low Temperatures Apitated Water Snow and Wave Action

Flagstone Ice Colunﬁnar Ice Granular Ice Slush Pans
Slush Balls

Sheet Ice Slush
Agglomerate

Wind and Wave Action

Floes or Pans

Reireezing

FLOE OR PAN AGGLOMERATE

FIGURE 2. CLASSIFICATION OF LAKE ICE. (After Wilson, et al., 1954.)
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Two different sets of field data were collected at this site, and at several other sites during

FORMERLY WILLOW RUN LABCRATORIES, THE LUINIVERSITY OF MICHIGAN

the 1972-1973 winter. The results of these preliminary studies were previously presented as
part of the ERTS-1 progress report {Thomson, et al., 1973(d), Bryan, 1973(b), and Bryan and
Larson 1973). These are summarized in the followingtwo Sections of this report.
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3
STUDIES OF ICE AND SNOW

3.1 INTERPRETATION OF ERTS-1 IMAGERY
3.1.1 RADIOMETRIC GROUND TRUTH

Many radiomei?ric data have been collected over ice and snow surfaces for various types
of studies, including remote sensing ground truth {e.g., Horvath and Brown, 1971). It i5 nec-
essary that a proper ground truth operation be conducted in support of remote sensing and
that the field data be collected for the same bands of the electromagnetic spectrum as those in
which a sensor operates. To aid in the collection of the necessary radiometric ground-iruth
data in conjunction with the ERTS-1 satellite, three instruments are available: {a) The Bendix
Radiant Power Measuring Instrument (RPMI); (b} the EXOTECH Model 100; and (c) the Gamma
~ Scientific Monitor*. These instruments can be used for obtaining incident radiation using a
180° hemispherical tield of view (FOV) and for measuring scene reflectance. For the latter
measurements, the RPMI has a solid angle FOV of 6° whereas the EXOTECH has a FOV of 15°,

The radiometric response is an integration of the spectfal measurement over the entire
scene viewed, or in the case of the satellite, for the data (resolution) cell, Some problems
can thus arise, especially where a very detailed reading of the ground may represent only a
small portion of the ERTS-1 resolution cell. Consequently, by measuxs-iﬁg'lérge' areas and ob~
taining numerous measurements over similar surfaces, it is hoped that the ground truth reading
may hbe adequately related to the ERTS-1 images for purposes of interpretation,

Ancther major problem for ERTS-1 imige interpretation, given the existence of the target
reflection data, is the calculation of the atm'o'sphe:"ic attenuation scattering of the energy between
the ground and the satellite sensors. Rogers and Peacock (1873) have worked on this problem
and present the theory for calculating atmospherié parameters (beam transmittance, path ra-
diance), determining target reflectance and then employing these parameters for translating
the ERTS-1 data into the corrected target reflectance characteristics. Our concern, in the
present paper, is to present several modified target reflectance curves {in the ERTS-1 spectral
bands) for snow and freshwater ice features which, upon application of the proper correction
techniques, may allow aceurate machine and human interpretation of the ERTS-1 data,

*(a) Bendix Aerospace Systems Division, 3300 Plymouth Road, Ann Arbor, Mich, 48107
(b} EXOTECH, Inc. 1200 Quince Orchard Blvd., Gaithersburg, Md. 20760
(¢} Gamma Scientific, Inc., 3777 Ruffin Road, San Diega, Calif. 92123

{Identification of equipment by manufacturers or trade mark in no way implies an endorse~
ment of such equipment. Such identifications are for explanatory, descriptive or seientific
communication purposes only.) to
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This type of radiometric ground-truth is important for snow and ice studies because:

a) The shape, size and location of the subject is, especially in the case of pack ice, con-
stantly changing and consequently cannot always be accurately applied to interpretation
over a time series of satellite images; and

b) Especially in the spring and fall, in higher latitudes and throughout the winter in mid-
latitudes, the temperature of the surface material fluctuates around the freezing point.
Conseguently, the surface is alternating from wet to dry, the rate of this fluctuation
being dependent on weather and meteorological conditions prevailing at the time.

3.1.2 DATA

Radiometric data for six types of ice and snow suriaces were collected during the 1972-
1973 winter season at two sites (Douglas Lake, Emmett County and Whitmore Lake, Washtenaw
County} in Michigan {Fig. 1). The six surfaces studied were: a) drained and refrozen slush;
b) new snow; c) dry white ice; d) slush and water mixture; e} close pack {ice concentration
0.7-0.9); and f) open pack (concentration 0.4-0.6). For each site, four readings were taken;
global irradiance; sky irradiance; direct beam irradiance and reflected radiance. Only the
first and last of these are considered in this paper. All data were collected between 1000 and
1400 local sun time on days when the sky was clear and essentially cloud free. No data were
taken when clouds obscured direct sun radiation to the observation site. All data were collected
using the Bendix RPMI instrument which is thoroughly described by Rogers and Peacock {1973).

Figure 3 illustrates the variations in albedo for these six surfaces. These data were col-
lected using the Bendix 6° FOV, with the instrument placed 1 m above and oriented normal to
the surface. Essentially, then, this figure is a statement of the albedo in the four ERTS-1 bands
for these surfaces. For each surface type, eight to ten sets of readings were made. Both the
average and cne standard deviation of the readings are plotted (Fig. 3) for each surface and for
each ERTS-1 band.

ERTS-1 data in the form of imagery (Figures 4 and 5) are included as examples of the
application of the radiometric ground truth data of the type presentedin Figure3. Thetwo study
sites are Whitefish Bay, Michigan (29 March 1973, ERTS-1) identification number 1249-15582)
and Green Bay, Wisconsin (5 February 1973, ERTS-1 identification number 1197-1695). Locations
for these two sites are indicated in Figure 1.

3.1.3 ANALYSIS OF DATA

3.1.3.1 Wwhitefish Bay, Michigan
If we assume that the six classifications of ice in Figure 3 adeguately cover the types to be
expected in the ERTS-1 imagery and that all ice in the ERTS-1 scenes are lable for classification
24
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FIGURE 3. SPECTRAL RESPONSE FROM ICE AND SNOW SURFACES
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FIGURE 4. ERTS-1 IMAGERY, WHITEFISH BAY, MICHIGAN, 29 Mar 1973.
Scene 1249-15582. Top: UL Band 4; UR Band 5.
Bottom: LL Band 6, LR Band 7.
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FIGURE 5. ERTS-1 IMAGERY, GREEN BAY, WIS.,
5 Feb 1973. Scene 1197-16095. Top: Band 4; Band 5.
Bottom: Band 6; Band 7.
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into one of these six types, we can then, based partially upon the radiometric data, prepare an

identification map of the lake ice.

Whitefish Bay, on the Michigan/Ontario border (Figures 4, 6, 7), has several features
which are immediately apparent. Other than the jet contrail, trending SE-NW across the center
of the bay, atmospheric interference with the ERTS-1 scene is of apparently minimal impor-
tance for the gualitative study. Shorelines and islands are easily distinguished, as are the
Pleistocene beaches on Whitefish Point.

(A) Open Water: the areas of open water are identified as those having, in all four images,
very low reflectance, and, from the Band 7 image, essentially no reflectance at alt. Although
not included in Figure 3, to use only Band T for open water recognition would be to possibly in-
clude both types of pack ice and also the slush/water classification. On Band 7 open water
cowld not be confused with white ice, snow or drained slush (Fig, 3). Likewise, leads and other

large openings in the ice are clearly identified using the same bands as for open water.

(B) Drained Slush: some ice in Tahquamenon Bay is best classified as "drained slush.”
We notefrom Figure3 that there is 2 slight rise in the reflectance between Bands 4 and € and then
a relatively large dropin Band 7. This type of surface is slush which has apparently re-
frozen slowly during a period when the free water has been draining out; it is highly porous,
has a relatively low density and has a texture similar to that of a frozen sponge. Consequently,
it has a rough surface (at least at these wavelengths) and because of its perous nature, scatters
a great amount of light incident upon it. This ice therefore implies a given height above the
water level, or, given a lower elevation, a relatively calm lake during periods of the draining.
It also implies the existence of meteorological conditions very close to the freezing point, suf-
ficient to allow draining prior to refreezing, but not to allow extensive melting of the entire

ice parcel.

(C) Snow: snow has a lower albedo but, contrary to the other surfaces studied, this albedo
is approximately constant in ail four ERTS-1 bands. Several areas of snow are seen on the ice
cover in Whitefish Bay study areas. These areas, if properly identified, indicate ice which has
a slight snow cover of some indeterminable thickness and having essentially no free water. It
ig thus reasonable to state that the ice underlying the snow is solid, free of cracks and fissures,
and also that the weather has been sufficiently cold to prevent melting of the snow. This sur-
face may also have been the result of a recent snow fall.

(D) White Ice: white ice with a dry surface apparently covers a very large portion of the
entire imaged area. Figure 3 indicates that although there is a drop in the albedo (with in-
creasing wavelength), for this ice type this drop is small and the albedo in Band 7 is still quite
gufficient to be detected by the ERTS-1 system. Consequently, the white ice shouid be easily
differentiated from the surface types previously mentioned because of the lower reflectance
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FIGURE 6. ICE ON WHITEFISH BAY, MICHIGAN, 28 Mar 1973.
{Source: U.S. Lake Survey, Detroit, Michigan)
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FIGURE 7. INTERPRETATION OF ERTS-1 IMAGERY FOR WHITEFISH BAY,
MICHIGAN, 29 Mar 1873. Scene 1249-15582
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curves and from those of lower albedo (Fig, 3) due to the higher reflectance in the 0.8-1.1 um
band {Band 7). White ice is essentially frozen slush and is, in several respects, a variation of
the "drained slush" discussed above. In the white ice case, however, the water has been trapped
and has been refrozen in place so that the density is much higher (approximately 0.75 to Q.‘EIO)
and the porosity is reduced considerably This ice type does not generally imply any given
thickness and is one which, from the namgatmnal pomt of view, probably should be avmded

(E) Slush and Water/nght and Heavy Pack: these three types have the common feature of
being very poor reflectors. in the ERTS-1 Band 7. Albedo at the short wavelengths (Band 4) por-
tion of the spectrum also decreasés relative to the other ice types as the amount of water visible
to the. sensors increases. The albedo is decreased and generally, in addition to this decrease,
there is an increase in the standa;-d deviation, This is especially prominent in the case of the
light pack. Some reflectance will be possible for all surfaces studied depending upon the amount
of open water. The total area of ice needed for reflectance has not been determined and would,
in any case, be partially a function of the sengitivity of the sensor employed.

In Whitefish Bay, several areas having these three ice types are'identified. The general
vicinity of Waiska Bay is classed as being predominanily slush and water. This decision is
based upon reflectance but is also contingent upon the smooth and unbroken texture seen from
this ice. One small area (probably dry white 1ce) extends dcross the center of this patch in a
southwest-northeast direction. : :

Finally, areas of pack ice are seen to the north and northwest of the bay. In these areas
the albedo decreases with increasing wavelength and thus pack ice is nearly imperceptible on
the Band 7 image. No attempt is made to distinguish the heavy and light packs from one another.

No simultaneous ground truth data are available for the ERTS-1 scene, but the ice recon-
naissance data for the previous day have been located. These data (Fig. 6}.are based on visual
aircraft reconnaissance.

The two data sets are not really comparable because they are dealing with two different
classifications of ice. They also deal with two different time periods. However, we note that
the main body of ice in Whitefish Bay is classed as rafted {to heights of 3-15 feet) inareas .. .
having coverage of 0.4-0.9 ice.. The more protected bays (Tahquamenon and Goulais) are,
based on these visual observations, free of ridged ice. These visual data also suggest that _
transportation through the main body' of ice in Whitefish Bay would be quite difficult. However,
given the lateness of the season and the amount of open water, ship passage should be safe
within several days to several weeks (i.e., the first pa.rt of April) during this particular-year.
In fact, the first ship, S5 John Munson, did clear the locks at Sault Ste. Marie just east of the
study area on 28 March 1973, the day before these data were collected (Table 2). '
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3.1.3 2 Green Bay, Wisconsin

A second area of interest is Green Bay, Wisconsin (sée Fig. 1}. The data (Fig. §) were
collected approximately six weeks earlier {5 February 1973). Consequently, the ice coverage
is more continuous and, in general, the areas of different spectral reflectances are more dis-

tinct and sharply identified.

Figure 8 is the interpretation of ERTS-1 imagery and Figure 9 presgents the visual aircraft
obzervations of ice for Green Bay. The albedo from Band 7 strongly suggests that a very large
portion of the study area is covered with open water, but the high reflectance of some of the
same areas in the other three bands indicates that many of these areas are not open ice-free
water but have underlying ice features. The rationale for the interpretation of Figure 5 is as
described for the Whitefish Bay, Michigan case and based partially on the curves presented in
Figure 3.

3.1.4 DISCUSSION

The extraction of ice information from aerial photography is a well developed and useful
aspect of air photo interpretation and photogrammetry (e.g., Marshall, 1966). As with other
subjects of photo interpretation, the addition of imagery obtained with multiband cameras and
the further sophistication of the spectral concept to the multispectral scanners {(as used on
ERTS-1) has added a new dimension to the science and also, in many respects to the level of
information and detail which can be extracted. Numerous machine techniques are available for
interpretation and for presentation of the data in a visual format. These are generally based
upon the spectral recognition of various surfaces which are to be studied. Spectral responses,in
the very straightforward manner and as used herein, are one method of approaching the sub-
ject. A more sophisticated approach requires computer hardware with a large storage capa-
bility and the decision-making software to compare the responses for each data cell in the
study area and then to compare various combinations of the spectral responses for each band
and for each data cell. A discussion of these methods is quite beyond ilie purposes of this re-

port.

Of relevance, however, is the fact that ice data from fresh-water areas are available via
the ERTS-1 sateilite. More importantly, it appears as if useful information can easily be ex-
tracted from these data. The necessary basic inputs, the spectral reflectance curves, for both
generic and genetic ice types are necessary if the type of work being discussed is to become
operational. Development of spectral curves and a complete spectral library of ice types,
possibly collected with both ground and aircraft based sensors, and for the same spectral bands
as used on the ERTS-1 satellite should be the next logical step for the progression of this type
of work. Then machine processing could be conducted with accuracy and validity.
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FIGURE 8. INTERPRETATION OF ERTS-1 IMAGERY FOR
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{Source: U.S8. Lake Survey, Detroit, Michigan)
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The data presented in this report are interpreted as partially supporting and partially re-
futmg some of the conclusions drawn’ by other workers dealing with ice and snow problems

who used ERTS 1 imagery as a data base.

With respect to snow, it was reported by Carlson (1973a) that Band 5 (0.6-0.7 um) was

best for monitoring snow melt in central Alaska and later Wendler, et al. (1973), reporting on
results from the same project, noted that it was best of the four ERTS-1 bands for distinguishing
snow-free from snow-covered areas. We must note that these two statements are not equivalent,
for the former states only that the snow is melting whereas the latter notes that the snow has
melted, and in any case, there is no snow cover in some areas. The data presented in Figure 3
shows only preliminary spectralrdata for the four ERTS-1 bands for several ice types, and
therefore it is difficult to fully support the use of Band 5 to distinguish snow from areas of .

melting snow. With respect to this problem of melting snow, it would be reasonable to assume
. that melting snow would have with‘m it a gquantity of free water, and it would follow that the
Band 7 albedo (0.8-1.1 um) would be extremely low. Possibly Band 5 does not distinguish
melting snow from non-melting snow, but it would appear that the comparison of the two bands
(7 vs b) would be a better discriminator for the melting snow.

Barnes and Bowley (1973a) also support the statements by Carlson {1973a) when they note
that Band 5 was best for detectidn and mapping of mountain snow lines, and that Band 5 was
better than Band 4 in that the latter is often ""saturated’ (overexposed) by snow covered areas.
This would seem to state that the snow would be a better reflector in Band 4 than in Band 5.

This interpretation is not necessarily supported by the data presented in Figure 3 which shows the
albedo of the snow as being apparently equal in all four ERTS~-1 bands.

The problem may be, however, more semantic than real, for there are numerous types of
snow in the real world and often a,lpme or mountain snow is, even at its mceptmn guite dif-
ferent from that formed in the arctic or by mid-latitude winter storms.*

Additional data (Horvath and Brown, 1971) are derived from a multispectral scanner which
operated 1h 12 bands over a spectral range of 0.412-0.852 um (using the 509, Peak Power Band-
pass) and thus do not include data for the ERTS-1 Band 7 (0.8-1.1 xm) spectral range (Tables
4 and 5). It is noted in these data that the spectral radiance decreased at the longer wave- _
lengths. These data were derived from different ice surfaces (both sea ice and fresh-water
lake ice), and all quoted in this report are listed by H‘orvath and Brown {pp. 6-7) as having a
moderate, uniform snow cover. No definit'mﬁs of theée térms are offered by those authors. It

*In addition, the metamorphism of snow through time must be considered,. See Bader
(1954) for a d1scussmn of this process.
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1-1-4
1-1-B
1-2-A
1-3-A
2-2-B
3-3-C
3~4-B
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3-3-C
3-4-B

MEASURED SPECTRAL RADIANCE FROM SURFACES WITH MODERATE UNIFQRM SNOW COVER.

Spectral Radiance (10'3 -cm2 -um - sr). (From: Horvath and Brown, 1971)

TABLE 4.
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TABLE 5. WAVELENGTH RESPONSE CHARACTERISTICS OF THE
12-CHANNEL SPECTROMETER
(From: Horvath and Brown, 1371}

SPECTROMETER PEAK 50% PEAK POWER  10% PEAK POWER ERTS-1
CHANNEL WAVELENGTH (um) BANDPASS (um) BANDPASS  (ym)  CHANNEL
1 0.422 0.412 - 0.427 0.398 - 0.431  NONE
2 0. 440 0.427 - 0.451 0.423 - 0.456  NONE
3 0.457 0.451 - 0.465 0.446 - 0.475 NONE
4 0.473 0.465 - 0.481 0.458 - 0.487  NOME
5 0.491 0.481 ~ 0.501 0.478 - 0.508" NONE
6 0.512 0.501 ~ 0.521 0.492 - 0.536 4
7 0.533 0.521 - 0.548 0.514 - 0.558 A
8 0.563 0.548 -~ 0.579 ©  0.538 - 0.593 4
9 0.602 0.579 - 0.623 0.566 - 0.638 5
10 0.646 0.623 - 0.674 0.604 - 0.700 5
11 0.710 0.644 - 0.744 0.656 - 0.775 6
12 0.800 0.744 - 0.852 0.725 - 0.920 6
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ig thus assumed that the spectral response measured in these visible wavelengths are from the

uniform snow cover and not from the underlying ice.

Horvath and Brown make several points which are applicable to the present discussion of

the ERTS-1 data:

(a) The spectral radiance varies in the same direction in all channels, This is primarily
due to the materials studied (ice and snow) which vary as shades of gray and not as

colors.

(b) In general, for sea ice, radiance at any wavelength increased with the thickness of the
ice. (This may also be applicable to lake ice, but no data are available to support this

contention.)

{(c) It would appear that snow cover tends to flatten the spectral shape of the radiance

curves, ag well as to raise its {absolute) level.

{d) Because the data were collected from an elevation of 600 m, using a ground resolution
of approximately 3 m, the effect of the atmospheric aitenuation and the extraneous ra-
diation combined to give a net apparent target radiance higher than that which would
have been detected by the same instrument at a lower elevation. That is, the energy
added by scattering normally exceeded that attennated by the atmosphere.

This aspect of the elevation effect on radiant energy and its possible effect on the interpre-
tation of ERTS-1 imagery is covered by other ERTS -1 investigators and was not pursued as a
part of this project. It should not, however, be a serious consideration when comparing the
type of ground truth data used in this report to the ERTS-1 imagery. It is also suggested, how-
ever, that the effect for non-machine processed interpretations may be of lesser importance,
due to the tendency for the interpreter to quantize the information into fewer groups than are

normally handled by the machine processing algorithms (see below).

A comment concerning the term "operational” is needed. Although it is technically possi-
ble to produce auntomatic recognition maps based upon gpectral curves from the ERTS -1 data,
these data would probably be useful only for scientific and historical, as opposed to opera-
tional (near real-time), functions. This is because the ERTS -1 satellite passes over a given
area only once each 18 days, its data collection ability may be curtailed by cloud cover {e.g.,
Fig. 5) and finally because the delay between the time of satellite pass and data collection and
its ultimate delivery to the investigator is presently approximately six weeks. This latter
problem may, however, be corrected in the future. For more isolated areas or where the im-
mediacy of such information is pertinent, it may be compensated for by the acquisition. of a
data read-out apparatus operated by the investigators. This possibility is however, very ex-
pensive and would be beyond the financial capabilities of most non-government or small

government organizations. 38
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3.1.5 CONCLUSIONS TO ERTS-1 STUDIES _

The spectral reflections of several types of ice and in the same bands as the NASA ERTS-1
satellite have been presented and used, in a very basic way, to demonstrate their ability for
Interpretation of fresh-water ice conditions. The study situations are taken from the Great
Lakes of North America. Snow covered ice, white ice, slush and Water, two types of pack ice,
drained slush and open water are identified, However, the purpose of this section is to pre-
sent the nature of the problem of ice identification from a high altitude, medium resolution
{approximately 91 m) satellite system rather than to present definite interpretation techniques.
The problem is one which needs considerable additional study. Although all ERTS -1 bands
are considered to be of importance in interpreting the data, some bands, and combination of
bands, are of greater use than others. Which these are depends upon the ice and snow types
being studied. This type of work has limited utility for real-time operational uses {e.g., plan-
ning immediate ship movements) while the utility for scientific studies of ice distribution,
movement and type identification, is much greater.

3.2 INTERPRETATION OF SLAR DATA OF GREAT LAKES ICE AND SNOW

One of the prime requirements for proper utilization and interpretation of remotely-
sensed data and the conversion of raw data into useful and usable information is the collection’
of ground-truth data. The direct relationship between what is seen visually (but not neces-
sarily perceived) and that collected by panchromatic photography is obvious. A difficulty in
the remote sensing field is often the change in perspective of the two views (ground truth vs.
remote sensing). With the longer wavelengths of thermal infrared, it is often difficult to re-
late the views. .Our ‘eyes observe ane aspect of the scene (i.e,, the visible) but the remote
sensor detects another (e.g., heat). Small and portable instruments are available to aid us in
the coilection of thermal data at selected sites {e.g., thermal radiometers, thermometers).
At even longer wavelengths, the problems of relating the visible scene and that sensed by the
remote -sensing apparatus becomes increasingly diificult (e.g., at the radar wavelengths used
(3 and 26 cm) of concern in this portion of the report). In addition, because persons attempt -
ing to interpret radar imagery and those providing the ground-truth information are often
from diverse backgrounds and training, it is of pressing importance that we proceed to quantify
both the ground truth and the remotely-sensed data. Only after quantification will we be abie
to successfully store, retrieve, and statistically analyze the data and thus properly attack the

problem of environmental monitoring and measurement using airborne radars,

The problem is not only the quantification of these data but also the need to make the data
collections as gimultaneous as possible. If the concern were only for the size, shape, and
relative location of buildings, forests, or highways, it would be possible to do the pround
truth measurements at any time within seversl days {or even months) of the remotely-gensed
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data collection. Conversely, when dealing with features which are more unstable and epherm-
eral, it is necessary to make the time lag between the two data collections as short as

possible.

Finally, although it is often possible to remove portions of the scene from their natural
locations and study them at the laboratory bench, this may subject the sample to changes dur-
ing eollection, storage, and transportation. For example, the collection of a soil sample for
later testing can lead to greatly altered structure, porosity, permeability, and moisture con-
ditions, whereas the chemical constituents and, in general, the grain-sized distribution of the
sample will have remained unaitered. Inthe case of snow, time alone is sufficient to alter the
physical properties (Bader, et al, 1954. Thus, the nature of the study determines, to a large
degree, the nature of the applicable ground-truth which should be used in support of the
remote -sensing operation. The organization and conduct of the ground-truth portion of a
complete remote sensing study are discussed in several recent papers (J. E. Wilson, 1968;

A. 8. Benson, 1971).

Numerous papers concerning the interpretation of radar imagery and the nature of radar
backscatter from the ground are available (e.g., Innes, 1968; Moore, 1969). There is no need
to reiterate these at length. However, it is instructive to simply present the radar equation
(Berkowitz, 1966) to illustrate the nature of the parameters affecting the backscatter or re-
flection of radar waves.

Pthhzor
P = Tl 1)

where PS = received power {i.e., backscatter)

Pt = transmitted power

G Q= antenna gain

» = wavelength of emitted EM wave
o = echoing (scattering) cross-section
R = range

Several of these parameters (Pt’ Ga’ A) are functions of the radar instrument design and oper-
ation, one (R) is concerned with the relative location of the scene to the radar antenna, and the
other (o) is a function of the nature of the target. Basically, the scattering cross-section, o,
ig determined by:

(a) the roughness of the gsurface relative to A
(b) the electrical properties of the material in the scene
{c) the roughness of any subsurface layers prior to which the attenuation is insignificant

(Moore, 1969), 40
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Many studies have been conducted in which both theoretical and empirical measurements
of the scattering cross-section are considered (e. g., Cosgriff, et al., 1969). However, there
have been few attempts to relate meagurements of the surface electrical properties (specifi-

cally the dielectric constant) to the radar images.

An example of the type of feature which we are attempting to ground truth and image is
given in Figure 10, which illustrates ice in Lake Superior, clearly showing the open water
and ice floes. The upper center area also indicates a series of tonal variations on one ice
floe. The cause of these variations is unknown because ground truth is lacking and because
the panchromatic photography showed a continuous white with no detectable variations in tonal
signature across this floe. It is suggested that these variations are old crusted snow surfaces,
now presumably buried by more recent drifting and falling snow. Thus, the variations noted
on the radar image probably reflect variations in both density and electrical properties
throughout the snow drifts. It is also hypothesized that, given the proper conditions, radar
could detect moisture changes in snow cover; should this prove correct, it would be of consid-
erable importance in forecasting runoff from hydrologic basins having significant snow cover
during the late winter and early spring period. It hag been suggested (MacDonald and Walite,
1971) that radars (in this case, K-band} can detect changes in soil moisture over an area; it
is also reported that snowfields can be detected on K -band radar imagery {(Waite and
MacDonald, 1970), The next logical step, it would appear, is to approach the question of guan-
tification of both the ground truth and the radar image in order to prepare these data for ma-

chine analysis.

3.2.1 REVIEW OF WORK WITH SLAR

Most active microwave imaging systems that have been developed and flowr_l are designed
to operate at a single frequency, utilizing only the bandwidth necessary to realize the range
resolution required. These radars have been used for a wide variety of applications, including
military uses, cartography, and a variety of earth science studies. The literature contains
many applications, both real and potential, For example, uses for radar imagery have been
defined for cartography (Crandall, 1969; Gribber, et al., 1971}, local geography {Rystrom,
1967; Reeves, 1967), geomorphology (McCoy, 1967) and for ice studies {Rouse, 1969; Johnson
and Farmer, 1971). Relatively complete bibliographies listing applications of radar to geo-
science are availa‘ble (e.g., Walters, 1968; Bryan, 1973).

Multi-parameter radar systems have been used to obtain a measure of the crosg-
pelarization (i.e., depolarization) ratio of the back-gcattered signal. Because this ratio is
strongly dependent upen the electrical properties of the geene (Beckman, 1968), studies and
experiments have been conducted attempting to use thig ratio to determine additional infor-
mation about the scattering surface. Such imagery (of the Pisgah Crater, California region)
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has been obtained and studied at various polarizations (Dellwig & Moore, 1966). Geologic
studies comparing optical and multi-polarized radar imagery showing such features as faults,
fractures, and lineaments are also available (Hackman, 1967; Wing, 1971).

Very interesting experiments have also been conducted using the cross-polarization ratio
obtained from radar backscatter from the moon. These experiments provide a measure of _
the cross-polarization ratio (Q) as a function of the incident angle (61). The resulting curve
(Q vs. 9.1) is a function of the dielectric constant of the scattering surface (Beckman, 1968},

Estimates have been made of the dielectric constant of the surface of the moon using such data.

The lunar radar experiment does not result in 2 microwave "image" such as we are plan-
ning to utilize, but it is clear that the implementation and results are applicable. This is also
true of the work reported by Brown (1969} on an experiment designed to study the use of mi~
crowave backscattering to determine electrical properties of the earth's surface. The work
of Lundien (1965) and Dickey, et al. (1971) is also of importance at this juncture. In both
cases, the techniques and results are applicable to our efforts.

Multi-wavelength radar systems have also been used to provide near-simultaneous
images from which a measure of the roughness of the scattering surface can be inferred.
For example, the U. 8. Navy and U. 8. Coast Guard have conducted experiments using a four-
frequency radar system to identify areas of varying sea surface roughness (Guinard, 1971;
Noble, et al., 1969),

It is clear from a consideration of the results of the many related experiments using ac-
tive’ microwave sensors that the interpretive potential of microwave imagil{g radar has not
been fully realized. The system parameters to be utilized, in addition to the image of the
surface, are (a) multi-wavelengths, (b} multi-polarization, and (c) amplitude calibration. It
is expected that by obtaining measurements utilizing as many of the parameters as possible
within a single sensor system, considerable additional information can be obtained by con-
ducting the proper analysis of the radar signal. This analysis will require digital eomputation.

Clearly, the credibility of interpretation of microwave data requires a good foundation
based upon proper ground-truth example. This section of the report presents such an exper-
iment and the results from the first phase of a long-term program,

3,2,2 THE RADAR SYSTEM

The Environmental Research Institute of Michigan, under a NASA contract (NAS9-12967)
with MSC, Houston, Texas, has developed a synthetic aperture radar system which operated
simultanesusly at wavelengths of 3 cm and 26 em, and receives both parallel and cross-
polarized signals at both wavelengths. This eguipment is preseﬁtly installed in a C-46 air-
craft. Although the system will transmit only one polarization during any given data collection
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pass, it may be configured to transmit either with horizontal or vertical polarization. Micro-
wave backscattering data will thus be available to provide four separate images of a mapped
area for each aircraft pass, e.g., X{HH, HV) and L(HH, HV) {(Porcelio & Rendleman, 1972).
The radar signal is then converted into an output image by utilizing optical data processing
techniques (Cutrona, et al., 1966).

Hardware is available to convert the output map into digital form for analysis. This con-
sists of an image dissector tube to scan the output image and an AD (analog-to-digital} con-
verter whose output is recorded on magnetic digital tape. The software will he desgigned for
each particular data-processing algorithm. Of primary interest in this work will be the cross-
polarization ratio obtained for the operating wavelengths. These data are expected to provide
the greatest insights into remotely measuring the dielectric constant of the earth's surface
materials, and, through analogy, obtaining a2 measure of the moisture content of those

materials.

An additional important capability of the new multi-wavelength, multi-polarization radar
ig its resolution capability. Regclution as fine as 10 m in both azimuth and range can be
realized. Thus, an integral part of the overall objective of the work 1s to utilize the param-
eter of fine resolution in the interpretation of the imagery.

The microwave signature will consist of measurements of: (a) the cross-polarization
ratio (Q) at both wavelengihs; {(b) the value of backscattered energy at the two wavelengths
8y, and S, parallel-polarized (HH, VV); (c) the ratio of the values of SL and 8, ; and {d) the
ratio of the values of Q obtained at the two wavelengths (P = QX/ QL). The value of the signa-
ture parameters will be obtained as spatial statistical averages over the area of interest.
Clearly, this will be obtained using the digital technigues described above.

3.2.3 THE EXPERIMENT
Ultimately, the questions to be answered by means of the information obtained during the

coimplete experiment are:

(a) Are the ground truthing techniques used adequate? That is, can the ground param-
eters be determined in the field with sufficient accuracy and consistency?

{b} Can characteristic signatures of ice and snow types be determined by using the four
signatures proposed (X-Band, HH, HV; L-Band, HH, HV)?

(c) What is the sengitivity of the radar gystem, t.e., how much variation in the electrieal
properties and geometrical properties on he recognized with this technique?

(d) Is this type of data applicable to digitization, digital processing, and automatic
interpretation?

() Can analog optical technigques be used in data reduction?
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The first phase of the experiment emphasized in this paper is concerned with questions
{a) and (b) above. Instruments are available to measure physical parameters of the ice-show
(e.g., SIPRE Snow Kit), In addition, two instruments have been designed and constructed with
which to obtain measures of the electrical properties of snow and ice, These instruments
provide a measure at both frequencies of operation of the radar and at 100 MHz using a sim -
ple @-meter designed for this application (Figur‘e 11). The Q-meter provides measurements
for the control or reference values and also the measurement of fine structure (on the order

of a wavelength) of snow and ice used to determine roughness characteristics.

Ag stated in the introduction to this section, there exists a need to determine particular
characteristics of ice and snow for environmental resource studies. Microwave measure-
ments, both active and passive (e.g., Meier & Edgerton, 1970; Schultz, et al., 1964), have
been applied to various aspects of the problem with overall encouraging results. In order to
evaluate the potential of imagery from microwave sensors, additional imagery is required
with (a) pre-flight ground truth for planning, (b) simultaneous ground truth during the flight,
and (¢} carefully documented post—flight ground-truth data from areas of interest identified
on the imagery. A study of some of the existing radar imagery covering ice and snow regions
of Lake SBuperior has shown several interesting features which have not been adequately ex-
plained using aerial photographs (Larrowe, et al., 1971 {Fig. 10)). Several possible explana-

tions exist for the observed features. Two particular cases will be discussed.

Case 1, The roughness of the scattering surface, defined in terms of the sensor wave-
length, determines the magnitude of the backscattered power (Beckman, 1968}, The scatter-
ing surface is defined as the first discontinuity with the media along the propagation path.
The earth-air boundary is usually the scattering surface for the radiation transmitted from
an imaging radar system, although there are isolated situations where the scattering surface
may not coincide with the optical surface (e.g., dry soil above wet clays). A measure of the
reflection coefficient (Ramo & Whinnery, 1958) at a discontinuity can be obtained from a com-
parison of the relative dielectric constant on each side of the discontinuity. Recall that the
index of refraction (7) is related to the dielectric constant (¢) by 1 = ¢ {for air € = 1). The
reflection is in excess of 509, for waves incident normal to a surface slope with ¢ = 10, and
the reflection coefficient is a function of the polarization. Thus, for values of ¢ < 4 the re-
flection is very small and most of the incident energy is transmitted across the boundary to
be reflected at the next discontinuity.

Measurerqents of the relative dielectric constant of dry snow and ice {Evans, 1965:;
Hoekstra and Spangle, 1872) gives ¢ < 4, so that transmission into the subsurface media can
be expected. An estimate of the propagation loss in a material can be obtained {from a mea-

sure of the loss tangent (tan ) of the material. Again, with reference to measurements
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made on snow and ice (Evans, 1965}, the values of tan & obtained indicate that penetration on

the order of meters for 3 ¢cm wavelength is realized, with even greater penetration for the
L-Band wavelength. The relationship for the field strength (E) (i.e., the value of the radiation
from the radar) at a given wavelength () when propagating in a medium with loss tangent

tan & and relative dielectric constant ¢ is given by:

e

EX) - E e (2)
Examples of measured values of tan § and € for snow are given in Table 8. Values of x d
given in Table 6 are such that:

E(xg) = E (1) (3)

d o\e

An example of results obtained from one series of ground truth measurements for snow
is given in Figure 12. Values of density, temperature, and dielectric constant were obtained
(on the shaded side of a snow pit) relative to the depth in the snow pack.

A sécond example of ground truth measurements to be used is given in Figure 13. This
is a contoured plot of relative dielectric constant obtained from measurements using the Q-
meter described above. The grid is approximately 3 x 3 m, with samples obtained af intervals
of 30 cm. Values given were obtained in new snow about 15-20 cm deep over an ice surface
onoDouglas Lake, Michigan. Fine-scale measurements can be used to determine the rough-~

ness of the dielectriec variations.

A second instrument is used to provide a measure of the electrical properties at the fre-
quencies of the imaging radar (approximately 1.3 GHz and 9.6 GHz)}. This instrument is
illustrated in Figures 14 and 15, A solid-state source is provided at both frequencies. Power
is coupled through slotted lines, one for each freguency, and then radiated through simple
waveguide antennas, The slotted-line sections are used to obtain a measure of reflected
power and phase shift when the antenna apertures are placed on the surface of snow or ice.
The complete measurement system is mounted in a large metal ground plane, which is sup-

ported at each corner to avoid compressing the snow.

Values of reflected power and phase shift can be used to obtain estimates of the electrical
properties at the radar operating frequencies, Reduction of the data is realized by obtaining
an approximate solution for the radiation admittance of the waveguide antennas when radiating
into 2 homogeneous or layered media of particular dielectric values. This method of measur;
ing electrical properties is similar to technigques used for plasma diagnostics and electron
density measurements. Although the technique ig not extremely accurate, it will provide a
reference measure of the electrical properties at the imaging radar frequencies. Tt should

also be pointed out that the scattering is a volume effect for the situations considered.
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TABLE 6. EXAMPLES OF MEASURED VALUES OF
tan 5, » AND ¢; FOR SNOW

Temp (°C) A (cm) tan 6 6_1_ ’ig
-8 3 5% 1074 9 10 m
. 30 1073 2 60 m
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FIGURE 13. CONTOQUR PLOT OF RELATIVE
DIELECTRIC CONSTANT VALUES, DOUGLAS
LAKE, MICHIGAN. 22 FEB 1973. Obtained in

a 3 x 3 m” plot in new snow over lake ice.
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FIGURE 14. DIAGRAM OF INSTRUMENTATION USED TO
MEASURE ELECTRICAL PROPERTIES AT WAVELENGTHS

QF 3 cm AND 20 cm.
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FIGURE 15. INSTRUMENTATION USED TO MEASURE ELECTRICAL PROPERTIES AT
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By continued and careful ground-truth studies, it is expected that the various structures

and features of the anow and ice can be correlated with backscatter characteristics {i.e., the
radar image) and used as a basis for interpretation.

Cage II. The second case will make use of the cross-polarization ratio () as measured
by the radar systems in addition to the ronghness characteristics. Ideally, one would want to
obtain a measure of @ as a function of angle (Si) as discussed above. This can be accomplished
to some degree with an imaging radar but requires two or more imaging passes over the area
of interest to obtain multiple look angle. This is illustrated in Figure 16, and is similar to a
scheme for stereo radar (Laprade, 1963). (It is pointed out, as a matter of interest, that a
radar technique that can provide multi-angle looks simultaneously over a fairly wide range
of incident angles from normal to 45° is available (Larson, et al., 1971). The field of view of
thig system is similar to that of infrared and photographic systems,)

Values of the cross-polariza,tibn ratio are dependent upon)(a) the slopes of the scattering
surface, (b) the Fresnel reflection coefficients, and (c) geometry (Beckman, 1968). The Fres-
nei coefficients are dependent on the dielectric constant of the reflecting material. Measures
of Q obtained from the radar measurements when correlated with the radar imagery will
"pin-point” the area of interest within the resolution element of the radar.

The objective of Case I is to obtain the polarization characteristic signatures of the
various ice-~snow types and distribution.

.3.2.4 CONCLUSIONS TO SLAR STUDIES

The research scheme in tofo was outlined at the beginning of Section 3.2.3, and it was
nated that this section of the report is concerned only with parts (a) and (b). That is, can we
adequately conduct our ground truth and, if so, can we detect characteristic signatures for
the various types of ice and snow of interest? The concern is not only for fresh-water ice
(e.g., black ice, white ice, slush, ete.) but also for sea ice {often defined ag first year, annual,
polar, etc.). As regards snow, the variations in density, moisture content, structure, and
depth are all of major importance to persons concerned with predicting stream runoff from
snow covered hydrologic basins, An introductory discussion of the variables and problems in
such studies is available {Gray, 1970).

The scheme of gquantification of ground truth for aid in interpreting imaging-radar remote-
sensing data has been briefly discussed. Although we recognize that numerous problems wiil
be encountered, and thus demand solutions, we feel that to continue to concern durselves pri-
marily with the theory and thus avoid the real-world conditions would be to fail to discover
insights into some of the data which are available as radar imagery. It is not difficult to see
the obvious parallels hetween the type of work reported here (and the scheme of which it isa
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larger part) and the development of the interpretation of aerial photographic and multispec -

tral scanner data. What makes radar unique is the fact that it is an active system. It also

views the world at entirely different wavelengths; these are very long wavelengths which have
the ability to penetrate to some depth below the optical (visible) surface and thus identify sub-
surface structures. :

in addition, it ig recognized that, with the present rapid rise in the use of remote sensors
and the speed with which they are able to collect data and present it to the interpreters, there
is a continuing seripus problem of a data overload which is entirely beyond the capabilities of
human manipulation. Hence, we encounter the problem of machine analysis. This problem
has been and is continually being atiacked; in many cases, it has been resolved (Rosenield,
1969). However, prior to determining the ultimate aigorithm for machine analysis of radar
imagery, it is obviously necessary to obtain a set of "spectral signatures' from the various
surfaces which are of primary interest {Iundien, 1971). In this paper, the application of the
method for ice and snow has been the major concern; however, it must be recognized that
these surfaces were selected for rather selfish reasons —they closely approach the isotropic
plane which geographers often discuss. In other words, we effectively remove much of the
surface roughness and are thus able to empirically approach the problem of the effect of

dielectric constant on backscattering of radar energy.

3.3 CONCLTUSIONS TO ICE AND SNOW STUDIES

For reasons discussed in the summary, it was not possible to obtain simultaneous ground
truth and imagery from both ERTS -1 and the dual-frequency, dual-polarized SLAR systems.
However, two studiés were undertaken to determine the methods of collecting ground-truth
data which would be used for the interpretations of such imagery should it become available.
Using a small, hand-held radiometer, spectral signatores for six types of ice and snow sur-
faces were obtained and used in the interpretation of the ERTS-1 imagery of two different
scenes, The interpretations, which are based on the assumption that all ice and snow types
within the scene are the same as those for which ground-truth (spectral) data were available,
ghows considerable variation from the ice data normally (visually) collected, This variation

iz primarily due to different approaches which were taken when the data were collected.

A brief comparison with other data collected with a multispectral scanner similar to that
used in the ERTS -1 satellite (but having three times as many data channels and therefore
finer spectral resolution) indicate that this approach is valid and can provide field workers
and image interpreters with valuable guidance for the interpretation of ERTS-1 data. These
ground data also could be used for the develbpment of computer -aided interpretation tech-
nigues, although this aspect of the image interpretation was not studied, '
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Wwith respect to the SLAR studies, it has been suggested that the variations in the elec-

trical properties of snow are possibly sufficient to give multiple reflections from internal
layers. The low loss tangent (tan 3) and the dielectric constant (e.l) indicate that the penetra-
tion of active microwave signals at X-Band (3 em) and L-Band (26 cm} should be in the order
of 10 and 60 cm respectively. In addition, it has been suggested that the cross-polarization
ratio {Q) for snow surfaces should be instrumental in the measurement of snow moisture con-
tent. Preliminary work in this area concerned the design and development of an instrument

for collecting ground-truth necessary for the further development of this hypothesig.

Unfortunately, these studies did not get beyond this stage, due to the ghift in the emphasis
of the entire project from ice and snow studies to those involving lake-shore flooding. It is
felt that the work conducted thus far was oriented in the right direction and deserves to be

: *
continued.

To a certain degree the study of these snow and ice surfaces presents a rather unique
situation. Penetration of radar energy into the ice and snow will give returns from lower
interfaces, and the depth of this penetration is significant, even at these short wavelengths.
Similarly, alihough the resolution of ERTS -1 may be relatively low (especially compared to
the SLAR), the comparison of Bands 7 and 5 will clearly indicate the nature of the underlying
‘surfaces when the surface of flooded ice is being considered {as in the case of Green Bay,
Wisconsin). Finally, by combining the two systems in concert, the nature of the data concern-
ing these surfaces can be greatly expanded, and the accuracy of inferences concerning their
parameters can be increased further than if a much smaller portion of the spectrum were

used,

*A more recent paper {Bryan and Larson, 1974) conducted under another contract (NASA
3-18239) concerns continued work in this same vein. The collection and analysis of electrical
data from Lake Superior ice in Whitefish Bay, Michigan indicated that, again due {o the low
dielectric constant (¢; = 3) and loss tangent (tan & = 110), penetration of X- and L-Band
energy into clear, smooth-surfaced ice would be on the order of 40-50 cm to 3-4 ¢m respec~
tively. It was further noted in these later studies that the ice was thinner than the L-Band
penetration depth, and therefore returns (i.e., backscatter) were received from the lower (ice/
water) interface.
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4
STUDY OF MONROE COUNTY, MICHIGAN FLOODING, APRIL 1973

The second portion of this report deals with the comparison and utility of three different
remote-sensor systems for the study of fresh-water coastal areas. The three sensors used
are: airborne black and white infrared aerial photography, airborne (synthetic aperture) side-
locking radar and the satellite-borne (ERTS) multispectral scanner. The operating parameters
of these systems are indicated in Table 7.

The major purpose in collecting these data was to determine the interpretability and ac-
curacy of the different sensors and approaches to the study of flooded coastal areas, The nz-
ture of the vepgetation, the identification of vegetation communities and the rationale or eco-
nomics of coastal engineering projects are not the concern of this study although such appli-
cations may be possgible ways of using these or similar data. Consequently, the mé.jor presen-
tation will be in the form of interpretation maps which are based on imagery, and in the case
of the ERTS-~1 data, on digital tapes as well. If it can be successfully demonstrated that such
data, processed in a relatively simple manner and visually interpreted, can be easily con-
verted into information which will be of use for local and regional planners, then the éffort
will be deemed successful. Again, we emphasize that the effort is to demonstrate some un-
complicated methods of applying the data rather than a demonstration of the application itself.

The area of southeastern Michigan comprising the coaéts of western Lake Erie in Monroe
County is a low-relief Pleistocene lake bed. Many of the coastal areas are marsh and similar
wetlands which have been undergoing rather severe erosion. This erosion has heen docu-
mented by topographic maps and aerial photography for the past several decades. Sattinger,
et al., (1972) note that one area, that of Point Mouillee (Figure 17) has been severely eroded
during this time period, and that the area has subsequently been diked and converted into a
game refuge for migratory waterfowl. Their study briefly describes the development of the
game refuge and also defines the several vegetation communities which are found within the
diked area.

The other coastal areas under consideration have not been as thoroughly studied with re-
spect to the effect of civil works or flooding, although many urbanized and.industrialized
areas (e.g., Detroit Beach, Fermi Generator Plant, Stony Point) have been subject to periodic
storm and wave damage. This is usually the result of high lake levels (due to spring runoff)
and northeast winds which drive the water onto the land,-

During the time of the study, rather severe damage resulted from this combination of
events, According to the Detroit Free Press (11 April 1973, p. 1), the dikes of Estral Beach
- were not able to cope with the storms. The first dike had been destroyed by storms in Nov
1972 and the second set of dikes had unrepaired damage. Consequently, as much as 120 acres
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TABLE 7. DATA COLLECTION FOR LAKE ERIE SHORELINE STUDY
' Monroe County, Michigan, April 1973

VEHICLE FLIGHT OPERATING DATA COLLECTION
ALTITUDE WAVELENGTH DATE

Alrcraft 5,600 X-Band (3 cm; 9.3 GHz) 05 April 1973

{HH and HV)

L-Band (26 cmi 1.165 GHz)

(HH and HY)
Adrcraft 10,000 ft. 0.68u - 0.951u D 11 April 1973
ERTS -1 -~ Band 4 0.5 - 0.6 1 14 April 1973
Spacecraft Band 5 0.6 - D.7 1
(1265-15480) Band 6§ 0.7 - 0.8 1

Band 7 0.8 - 1.1 u

RESOLUTION

30 x 30 ft.

(2)

approx 300 x 300 ft.

(1) Kodak Wratten Filter 89B and Kodak film 2424 used on K17 camera. (See KODAK, 1971, pp. 3; 32-57
for specificaticns)

{2} Contrast of 1000:1 has resolution of 80 lines/mm;

contrast of 1.6:1 has resolution of 32 lines/mm,
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FIGURE 17. INDEX MAP FOR MONROE COUNTY, MICHIGAN
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to the north of Estral Beach had been under 8 - 10 inches (20 - 25 cm) of water since Novem-

ber 1972, a condition which was aggravated by the April 1973 storms.

With respect to the April storms, on 8 April 19’i;3 high winds (22 - 30 mph) from the NNE
raised the lake 1.5 - 2.5 ft (0.45 - 0.76 m} higher than the already high levels. This was fur-
ther augmented by rain and snow which contributed slightly to the rise of the water level and
rendered rescue and civil defense operations more difficult (Detroit Free Press, 8 April 1873,
p. 1}, In addition, runoff during this period was above the normal for the time of year, being
60% over the norxﬁ for the past 8 years and 125% above the norm for the past b years. As a
result of these various activities (precipitation, high lake levels, weak dikes and the north-
easterly winds), Monroe County experienced a total loss of 30 homes, more than 300 homes
sustained major damage and an additional 2500 homes had minor damage {Detroit Free Press,
11 April 1973). The town of Detroit Beach had 18 inches {(45.7 cm) of water in its streets and
at one time (9 April 1973) most of the 10,000 beachfront residents in Monroe County had to be
evacuated from their houses. Within several days, however, all but a few hundred had returned

to their properties to pursue clean-up operations.

In economic terms, Red Cross officials noted that these two storms caused considerable
damage to all of Michigan. The November storm created statewide damage of approximately
%16 million and the March storm caused approximately $12 million in damages. Of this lat-
ter amount 659, or $8 million, was in Monroe County alone. (Detroit Free Press, 11 April
1973). ILake Erie was still 8 inches (20.3 em) above its previous (1952) record high.

Brazel and Phillips (1874) discuss some of the meteorological aspects of the November
1972 floods, especially with respect to wind speeds and duration and the resulting set-up and
seiche actions of Lake Erie. These phenomena are of importance, as clearly illustrated by
the differences in lake levels., During the 1972 storm the lake level at the Enrico Fermi
Power Plant in Monroe County recorded a 3 foot (0.9 m) rise while at Ft. Erie, Ontario, in the

eastern end of the lake, a drop of 4 feet (1.2 m) was experienced.

This means that there was essentially a 7 £t (2.1 m) difference in water levels at the two
ends of the lake during this storm period (Figure 18). Even so, 1973 was an atypical year,
for this was the first year in a set of records extending over 114 years (as recorded at Cleve-
land, Ohio) when the lake had a monthly mean elevation above 572.93 ft (174.6 m). This height
defines flooding conditions for Monroe County, and is the elevation to which an automatic re-
cording and warning device is set to be activated. Upon reaching this level, county authorities

are notified and use this notification to alert the population of the impending danger.

Figure 19 indicates the lake levels at the Enrico Fermi Power Plant for the months of
February, March and April, 1973. Also indicated are the annual mean and the monthly means
of the lake levels. During the whole of April, when the remote sensing data were collected,
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the lake in this area was in flood. It is &lso interesting to note that flood conditions existed
for this area from April through to the middle of August, 1973,

The dates of the remote -sensing data collection are also indicated on Figure 19. During
the 10-day period when data were being collected, the lake level was always sufficiently high
to be considered a flooding condition, although the levels fluctuated by as much as 0.43 ft
(0.13 m) during this period. Also during this time, on 9 April 1973 (1500 local time), the
maximum height of the lake for the 10 years of record at the Enrico Fermi site was reached.
This elevation was 575.83 ft.

4,1 PRESENTATION AND INTERPRETATION OF DATA
For the three remote-gensing data sources the interpretation was in the photo-
interpretation mode (Table 8). That is, the imapery was situated on a light table and a trac-

ing, identifying the several themes, was prepared from that imagery.

For both the SLAR and the aerial {IR) photography, five classes were used: open water;
built-up areas; wet lands; flooded land; and others. These are defined as follows:

(a) Open water. All areas in which water is the uppermost cover on the land. This in-

cludes rivers, lakeg, ponds, etc. in addition to fields in which standing water was evident.

(b) Wet lands. These areas may be flooded, in which case vegetation is visible. Thus
the term swamp, or marsh, would be applicable. Also included in this category are farm,
urban and other (e.g., recreational} areas in which the ground was considered to be at or

near the field capacity of the soil.

(c) Built-up areas. Areas which have been urbanized or industrialized, as expressed by
the construction of buildings, residential or otherwise, This class does not include highways,
transportation networks or similar linear constructions. In some cases it was subdivided .
into a wet or a flooded urban condition. The "built up" areas consisted largely of small
beach front communities composed primarily of residential units and summer cottages inter-
spersed with considerable lawn and open areas. The industrial portion of this category con-
sisted primarily of two large electric generating plants and the associated land uses and ser-
vices. Only in the southern portion of the study area (in the vicinity of Monroe) was there a
land-use'which could be properly termed urban.

{d) Flooded. This category was used only with respect to the ERTS -1 imagery interpre-
tations, and is defined as consisting of those areas in which there is standing water on the
land.

(e) Others. All other areas (including the linear transportation nets) and lands which

were not sufficiently wet to be classed as "wet lands" (see b above),
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TABLE 8. IMAGE SCALES USED FOR INTERPRETATION
IN THE MONROE COUNTY FLOODING STUDY

Type of Imagery Interpretation Scale
B&W IR aerial photography 120,000
ERTS-1 - Band 7 150,000
SLAR (X and L Bands) 1:31,400 (Cross Track)

. 1:27,800 (Along Track)
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For the ERTS-1 data, the photo interpretation approach identified four classes of land

cover: "open water,” "flooded land," "wet land" and "dry land." Here, it is noted that the
"built-up" category is not included because the sensitivity of the data did not allow the definition
of these small areas. Also, the "open water' class and "flood" class are distinguished on these
data. This is, essentially, a bifurcation of the "open water' classification used for the IR and
SLAR imagery. Inboth the ERTS and the IR and SLAR imagery, wetlands are comparably de-
fined. The term "dry land" used for the ERTS imagery is essentially the same as the term

"other' used for the aireraft data sets.

The reason for this slight difference in terminclogy is because the data were interpreted
by different individuals who had slightly different perceptions of what the working interpreta-
tions would be. Also, due to the lower resolution of the ERTS -1 system, it was felt that a

change in terminology would help alert readers to this important difference in the data.

4.2 PHOTO INTERPRETATIONS OF REMOTE SENSING IMAGERY

The interpretations (with the exception of the ERTS -1 slicings) are presented as a set of
maps in Figures 20, 21 and 22. Because the area under study is elongated (see Fig. 17) it
was necessary to divide the interpretation maps into several seclztions. Thus, for Figure 20,
the sections are, from south to north, (a), (b), (¢) and (d). The SLAR data were interpreted
independently by two interpreters using the four images available. In each map presentation
of these interpretations (Fig. 21) the left portion of the figure is the southernmmost of the
imaged strip, Two scales are noted for the SLAR interpretation maps, The "cross" scale is
to be used in the NW to SE direction while the “along" scale should be used in the SW to NE
direction. {The imaging aircraft flew SW to NE, with the antenna beaming to the SE). For
mapping of the ERTS-1 imagery, the area wag divided at Stony Point; the northern portion of
the study area is presented in the left part of Figure 22. '

Two different types of comparison were conducted in an attempt to quantify the results.
The first method entails the selection of a number of random points on the set of images, the
identification of the same geographic points on the other images and a comparison of the
classifications of these points on all four images. In this case, specific points, rather than

areas, are being discussed.

The second method includes the selection of different geographical areas on the several
images and the determination of the percentage of each area which is included in each of the

several previously described interpretation categories.

. In each case_._f_o.r_su.c.h_co.mpaniso.ns.,_one_seLof_data_must_be_used-asa;'base—setlag&i-ns-t—--
which comparisons may be conducted. For these purposes, the B&W IR aerial photography

was used because these data have the highest resolution, present greater detail and, due to
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FIGURE 20.

INTERPRETATION OF AERIAL (IR) PHOTOGRAPHS,

MONROE COUNTY, MICHIGAN, 11 APRIL 1973 {(Continued)
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FIGURE 20. INTERPRETATION OF AERIAL (IR) PHOTOGRAPHS,
MONROE COUNTY, MICHIGAN 11 APRIL 1973 (Concluded)
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FIGURE 21. INTERPRETATION OF SLAR IMAGERY, MONROE COUNTY,
MICHIGAN, 5 APRIL 1973
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FIGURE 22, INTERPRETATION OF ERTS-1 BAND 7 IMAGERY, MONROE
COUNTY, MICHIGAN, APRIL 1973
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their historic use by interpretersg, probably can be interpreted with higher accuracy. How-
ever, it should be pointed out that any errors in the interpretation of the base set of IR photo-
graphs will obviously be reflected in the accuracy of the other data sets.

The data presented in Table 9 have been compiled for the first method of comparison,
using a set of 170 randomly selected points.

Both SLAR and ERTS-1 Band 7 have a very high degree of accuracy for open water areas,
when compared to the B&W IR photography. For the two SLAR interpretations, the accuracy
was in the range of 83 - 85% while the visual analysis of the ERTS -1 imagery yielded an ac-
curacy of about 80%. There is no indication in these statements of the minimum size of the
area which was being identified, although several water areas which were included within the
correct identifications were as small as approximately 40 m in diameter. If we include {from
the ERTS -1 interpretations) the category of "flooded land" with that of "open water,"” the ac-
curacy increases to a high of about 939,. In other words, 43 of the 46 locations were correctly
identified.

For both of the SLAR interpretations, the built-up areas were correctly identified 63%
of the time (10 of 16 locations). Built-up areas were identified as "other” 44%; of the time
(7 of 16) on the ERTS-1 imagery, this being the only logical classification into which they
would fit.

"Built-up and wet'" areas, that is, those which were built-up and also experiencing flood-
ing or soils at field capacity, were generally interpreted as "flooded" on the ERTS-1 imagery
and were also easily identified as "built-up” (30-100%) on the SLAR data. They were not,

however, generally identifiable as being flooded or wet on the radar imagery.

The interpretation of wet lands was relatively poor, only 329, accurate for the ERTS-1
Band 7 and 45 - 509 accurate for the SLAR interpretations. This rather low performance is
not too surprising because these areas were riormally covered with gome type of vegetation
which would mask the soil surface. Thus, it would probably be better to study the ERTS -1
Bands 4 and § ratio (i.e., vegetation discrimination} and then to further compare this ratio to
the Band T interpretations to further discriminate the vegetated areas {rom those heing iden-
tified as wet. This combination may identify those vegetated areas having soils at {ield ca-

pacity, or in the present terminology, those identified as "wet."

A similar argument may be given for the interpretation of the wet areas using the SLAR
imagery, Although the ground was at or near the field capacity, the vegetation could cause
some energy returng and thus contribute considerably to the rather low accuracies (45-50%,)
experienced with this imagery. It must be stressed that for the SLAR interpretation, all four
gets of data were used simultaneously, with the cross-polarized imagery (HV) proving to be
most helpful for the identification of the wet fields.
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TABLE 9. COMPARISON OF ERTS-1 AND SLAR IMAGERY INTERPRETATION TO B & W IR
PHOTOGRAPHIC DATA. Number of correct identifications are indicated.
Percentage of correct identificatrions in parenthesis. :
B&W IR SLAR _ SLAR ERTS 1 BAND 7
OPEN | BUILT |WET OTHER || OPEN |BUILT | WET UTHERugPEN FLOODED|WET DRY
WATER | UP A WATER | UP ATER
OPEN WATER {|46(100) [138(83)]1(2)" |[4(9) 3(7) 40}87) ~-—= | 4(9) 2(4) [37(80)6(13) 2(4) 1(2)
BUILT-UP 16(10G) | --- 16(63)| 1(6) 5(31) || ==-=-~ 10(63) 4(25) | 2(13) ||---—-- 3(19) 6(38) | 7(44)
BUILT-UP WET|| 8(100) [[1¢13) |7(88) |---- |----- === 18(100) ----- w=== |l-=== {5(63) 3(38) [------
WET 44 (1003 [13(7) 1(2) 20(45) | 20(45) 4(D) 2(5) 22(50) 16(3635(11) |18(41) |14(32)]7(16)
OTHER 56(100) §i(2) 4(7) 47 47 (B4 ====~ 4(7) 3(5) 49(88) 4(7) |17(30) |14(25)]21(38)

NYDIHIW 40 ALSHIAINT IHL 'STIHOLYHOEY T NNYH MO TTIAM ANHINEOS

Aib3




Z FORMERLY WILLOW RUN LABORATORIES, THE UNIERSITY OF MICHIGAN

"Wet" areas, as identified on the IR photography {that is, ali wet land not also classified
as built-up), were commonly identified as "wet" approximately 509 of the time on the SLAR
imagery, and, as a combination of "wet" or "flooded" approximately 75% of the time on the
ERTS-1 Band 7 imagery. ""Other" on the infrared photography is also so classified on the
SLAR imagery 85 - 880, of the time while, with respect to the ERTS-1 imagery, such areas
were classed as "flooded wet in 559, and as "dry" in 58%; of the identifications.

The interpretation accuracies of the data presented above lead to several conclusions
with respect to the usefulness of the several data sources for mapping flooded and inundated
land during the flooding condition. Both sensors, when compared to the B&W IR photography
base data have comparable accuracies for the identification of open water. ERTS-1 is, how-
ever, a better sensor if we consider that it was possible to define both open water (ponds,
lakes, rivers, etc.) and flooded fields (that is, standing water) within this category. By adding
these two categories together, the ERTS-1 imagery has an accuracy of 939 whereas SLAR,
in which the category ""open water" includes the flooded fields, has an interpretation accuracy
of between 83 -87%.

Comparison of interpretation of the built-up and built-up/wet areas is quite difficult, pri-
marily due to the different approaches used by the several interpreters and the lack of identi-
fication of the built-up areas with the ERTS -1 imagery. Consequently, although these areas
are easily identified on the IR imagery, they should be sub-divided for present purposes. For
the SLAR interpretations, the built-up and wet areas were easily identified as built-up
(89 - 1009, accuracy) but not as wet. This is probably a function of the areas selected and the
fact that for the comparisons, points rather than areas were used. One SLAR interpreter did,
in fact, detect open water within the built up areas (Fig. 21a). Again, on the ERTS -1 Band 7
imagery we note that areas of built-up and wet were accurately identified as flooded and/or
wet 100%, of the time. This would imply that even for built-up areas ERTS-1 Band 7 can pro-
vide useful data set for the identification of flooding conditions. In fact, for this category, the
accuracy of ERTS-1 interpretations was higher than it was for the wet and also non-built up
areas. Thus by combining the two sensors, using the ERTS-1 to identify the wet areas, and
then the SLAR for identifying the built-up {urban) areas and subtracting one from the other,
we would be able to obtain a very good indication of the areas which are both built-up land
and are undergoing flooding, The importance of this should not be lost. When it is recognized
that both of these data systems may be operative from spacecraft with no degradation in the
resolution used in this study, it is apparent that this combination could be a very powerful
sengsor set for the study of flooding conditions and the direction of post-disaster operations.
The major problem is, of course, the weather dependency of the ERTS -1 satellite imagery
and the fact that, should clouds persist over the flooded area for a considerable period follow-
ing the flooding, the data would be unavailable until so much time had elapsed that their use
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would become a rather moot question for such work. (Conversely, it must be noted that air-
craft data collection of the "base' sensor data - that is B&W IR photography - may be possi-
ble during such clouded periods. The problem here would be the limited coverage and the
fact that it would be rather difficult to take this into the automatic interpretation mode - a

necessity for near-real time operational tasks on a state-wide basis.)

Lands interpreted simply as wet, which are those interpreted as having a soil moisture
content at or very near field capacity, were only moderately well identified on the two sets of
imagery. For SLAR interpretations, accuracies on the order of 45 - 50%, were obtained,
whereas for the ERTS-1 imagery the interpretation accuracy was as low as 329, Tne data in
Table T would indicate that it is probably better to utilize other ERTS -1 bands {specifically
Band 5 (0.6 - 0.7 pm) and Band 6 (0.7 - 0.8 um)) for the study of wet areas. This is because
of the lower accuracies indicated for this classification from the ERTS-1 Band 7 and the fact
that a portion of the spectral range of the IR photography (0.68 - 0.8 um) was not represented
on the ERTS-1 Band 7 imagery. Thus, the spectral range and the lower resolution of ERTS -1

were probably combined to give these low accuracies.

Also of interest is the fact that the SLAR had a slightly better interpretation accuracy for
the wet lands than did the ERTS-1 imagery. It has often been suggested that SLAR would
be useful for mapping flood plains, especially during and shortly after the flooding. The ar-
guments are that during the flooding the smooth water would act as a specular reflector and
the SLAR image would consequently be black in the flooded areas, For the period immediately
following the flood, the high moisture content would render the soil as a very poor reflector
and a good depolarizer of the microwave energy. Our analysis of the imapery of such areas
does not, at present, support SLAR's viability as an accurate data source for mapping flooded
areag immediately following the initial recession of the flood waters. (A different conclusion,
in a similar context was, however, reached by MacDonald and Waite (1971}, who noted that
dual-polarized K-Band radar imagery allowed the qualitative estimate of soil moisture con-

tent.) The problem of vegetation cover remains a major problem for these studies.

The second approach to the comparison of the three data sets was to determine the per-
centage of a given area which was classified in each of the categories by each of the sensors.
In this portion of the study, only one of the SLAR interpretations was used because the two
previously used were nearly identical. The three areas selected for study were Pointe
Mouillee, La Plaisance Bay, and Estral Beach (Figure 23). The data were collected by deter-
mining the numbers of units in a grid pattern for each of the map themes as a percentage of
the entire area covered by each map. It should be noted that the areas included in Figure 23
are not perfectly congruent with the sub-get of the data used for such areas measurements.
One unit of measured data in this portion of the study covered approximately 0.95 acres

(2.35 HA).
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Again, if the B&W IR interpretation map is used as the basic data set to which the other
interpretations are compared, we note that the IR data consistently identified a larger portion
of the area as open water (Table 10). The under-meagurement of open water varied from a
low of 179, (Estral Beach, SLAR] to a high of +0% (La Plaisance Bay, SLAR). It must be em-

phagized that when making these comparisons, we considered the percentage of area covered

by the various categories rather than the actual number of units covered. This is because the
scales of the several maps, even though closely rectified for this portion of the study, were
not totally congruent. '

The earlier comment with respect to the "flooded"” class being a division of "open water"
on the ERTS-1 imagery leads to some very confusing results, for by combining these two
classes for the ERTS-1 imagery an over -evaluation of the "open water" class is produced.
This over-evaluation varies Irom +179% for the Pointe Mouillee site to +229, for the other two
study areas.

It is apparent that the ERTS-1 imagery identification needs refinement beyond that con-
ducted by the visual interpretations. The flooded land is not simply a division of the "opén
water' and "wet land" categories, but is a category consisting of both the open water and the
wet lands. For example, Figure 23(b) indicates that for the Pointe Mouillee case much of the
land is classed as open water by ERTS, These are primarily areas of small islands, dikes
and similar areas which are not sufficiently large or reflective to be recorded within the
resgelution cell of the satellite multispéctral scanner. In the southern portion of the Pointe
Mouillee study site, the reverse is observed, where many water areas are foo small o be
detécted by the ERTS-1 system. These areas probably reduce the spectral response in MSS-7
and sufficiently darken the cell to yield a darker grey tone which is interpreted (visually) as
flooded lands on the ERTS -1 imagery interpretations.

With respect to the classification of wet areas, the data for ERTS-1 are rather incon-
clusive when compared to that for IR. In the case of Pointe Mouillee, interpretation of the IR
data had approximately& to 7 times more "wet" area than did interpretation maps of the other
two data sets. However, for the Estral Beach study area the IR indicated approximately 4
times as much water as did ERTS -1 and only slightly less than was indicated on the SLAR
data. For the La Plaisance Bay area, IR and SLAR indicated very similar areal coverage

. {11 and 99, respectively) whereas ERTS-1 interpretations were approximately three times
higher (32%,). (See the above discussion with respect to the open water in this area.)

For the urban and built-up areas, only two of the three sensors were usable because the
very small urban seitlements were not identified on the ERTS-1 imagery. We note that the
areas identified as urban in terms of percentage of the area covered were easily identified.

For the La Plaigsaice Bay study site, an attempt was made to separate the built-up area into
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Pointe
Mouillee,
Michigan

Estral
Beach,
Michigan

La
Ylaisance
Bay,
Michigan

TABLE 10. PERCENTAGE OF AREA IN EACH GROUND SURFACE CATEGORY
FOR THREE COASTAL STUDY SITES

IR (T = 2907)
SLAR (I = 2793)

ERTS (1) (Z = 3306)

IR (T = 3249)
SLAR (I = 2850)

ERTS (1) (E = 33086)

IR (L = 3249)

SLAR (I = 3078)

ERTS (1) (E = 3306)

OPEN WATER
1922 (66)
1598 (57)

1755 (53)

1623 (50)
950 (33)
1528 (46)

1481 (46)

1136 (46)

1394 (42)

FLOODED

1006 (3Q)

866 (26)

866 (26)

WET
439 (15)
121 (4)

82 (2)

375 (12)
408 (14)
112 (3)

358 (11)

275 (9)

1046 (32)

Notes: #* includes 153 (4) areas of standing water
+ includes 41 (1) areas of standing water
¢ Built Up only
# Built-Up/Wet category.

BUILT UP
2 {.LT.1)

15 (1}

263 (8)*

212 ("t

94 (3)§
144 (4)

275 (9)

OTHER
544 (19}
1059 (38)

463 (14)

978 (30)
1280 (45)

800 (24)

1172 (36)

1432 (47)

Includes: 65 built up; 79 standing water
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two sub~categories of "built-up™ and "huilt-up/wet.” These data essentially split the urban
4

area into two even subsets.

For Estral Beach, the areas identified as built-up were comparable, with 8% for the IR
mmagery and 7% for the SLAR data. Within these éreas, however, the radar data measured
considerably less standing water than was determined on the IR imagery (19 vs. 4%). Put
ancther way, of the 263 units identified as "built-up” on the IR imagery, 153 (54%} were iden-
tified as "open water,” whereag only 199, of the total built-up areas were classed as “'open
water’' for the SLAR imagery, Similar data are clearly available from the La Plaisance Bay
study site with respect to the IR and SLAR interpretations of the "built-up/wet" areas.

4.3 STUDY OF ERTS-1 COMPATIBLE TAFES
When using simple level-slicing techniques for the analysis of computer compatible

tapes (CCT) such as are available for the ERTS-1 data, a variety of approaches may be made.

Initially, the three scenes of interest in this coastal study were studied by two different
level -slicing techniques. The first consisted of dividing the entire data range (000-042) into
eight equal groups. (Because the data are in integers, the several groups cannot be of exactly
equal size.) The results of this slicing, presented as digital gray maps, are presented in

Figure 24,

The second approach was to divide the data so that each group would contain 105, of the
entire data set. Again, due to the fact that the data are stored as integers, these groups, es-
pecially the second, are not of equal size (Figure 25, Table 11)., Both of these slicings were
conducted using the Band 7 data of the Lake Erie shoreline of Monroe County. The entire
area included on the tape (covered by the ERTS-1 interpretation map, Fig. 22} consisted of
65,000 data cells.

In these approaches, the data were simply divided into discrete subsets according to a
pre-determined scheme. These subsets were then printed to provide the gray maps, but the
technique itself does not discriminate any types of land-use of earth surface categories, nor

does it really provide any type of analysis which would be helpful for the study at hand.

However, for our purpose, which was the identification of specific land uses or ground-
truth criteria, three quite different approaches may be made,

a) The first approach involves knowing the signature of the several ground surfaces.
These data are collected in 4 manner similar to that discussed in Section 3.1.1. (Al-
though the visual, photo-interpretation method was used in the examples of this ap~
proach, use of such signatures is easily compatible with automatic interpretation
techniques using ERT8-1, CCT.

7
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TABLE 11. AREAL COMPARISON OF THREE COASTAL STUDY AREAS, USING DENSITY SLICINGS
TFROM ERTS-1 COMPUTER COMPATABLE TAPES - BAND 7.
Table 1la 10 Gray Levels - Histogram
POINTE MOUILLEE ESTRAL BEACH LA PLAISANCE BAY

DATA RANGE NUMBER POINTS PERCENT RUMBER POINTS PERCENT NUMBER POINTS PERCENT
000 - 001 0 ] 10 0.3 28 1.2
002 - 002 50 2.6 128 6.6 608 27.5
003 - 003 86 4.5 164 8.5 426 . 19,2
Q04 - 006 159 8.2 252 12.5 94 4.1
007 - 013 340 17.6 293 15.1 221 10.0
014 - 015 159 8.2 194 10.1 117 5.3
016 ~ 017 368 1%.0 313 16.2 225 10.2
018 - 018 305 15.8 148 7.6 113 5.1
019 - 020 208 10.8 198 10.2 194 8.8
021 - Q42 253 13.0 244 12.6 187 8.5

Sum| 1932 99.7 1935 99.4 2209 99.9
Tahle 11b 8 Gray Levels - Linear :

POINTE MOUILLEE ESTRAL EBEACH LA PLAISANCE BAY

DATA RANGE NUMBER FOINTS PERCENT NUMBER POINTS PERCENT NUMBER POLNTS PERCENT
000-005 257 13.3 509 26.3 1140 51.6
006-010 259 13.4 258 13.3 101 4.6
011-016 308 15.9 305 15.8 249 11.3
017-021 866 44.8 658 34.0 547 24.8
022-025 21 1.1 1 0.0 0 0.0
027-031 214 11.1 204 10.6 172 7.8
032-037 6 0.3 0 0.0 4] 0.0
038=-042 1 0.9 g 0.0 9 0.0

Sum| 1932 99.9 1935 100.0 2200 100.1
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FIGURE 24. DIGITAL PRINT-OUT OF LEVEL SLICINGS, DATA DIVIDED INTO EIGHT LINEAR GRAY LEVELS.

ERTS-1 Band 17, Scene 1265-15480. Compare to Figure 23.

3

ANVYDIHDIIN 40 ALISHIAINN FHL ‘SAHOLVHOBY T NAH MOSTIIM ATHIWNOA



08

AIITVAD 900d 40
ST ADVd TVNIDIHO

BRI LA
TTHRRE AT
b LE LY R
ERUEP AN €2 e
340X . 4.
kLS i????“?‘“*“‘

Ko -+XX1XEK=

AXTe¥
_ t!lxt-.x-+--x+[
I-:O‘XIKK TAth, $ e

= SEXRA xn'n'-
SATHERE =N,
LS ITF S 4TS
FIKaFERT-XSXXNE++
LR N S P I T e T T IT
. Rl4= x!xlxlx!xx-+rxxxl¢

xxxxxx|x~xrnfxxxlxlx
XATXA LR X | RAXHNT
MEAREE P ES 5 TN T
R R S x TX ) X I RKEEN 1A
ata e kem bt Alxxzfaxdaxx x)a
EXT L T XA IR N
tRLETERNR |~
SHAEXEEEEL bR K
" +EXXXARRNEERL |

=SHRFFR TR TEXEN]

R TS LR TR NE NI ']
ASENX = XN ITE A
N e e=d T e NENXPRBLEX
=t XA RE YT TR
dttmmeer -t eXXAXAXXTRERD
. =KIXXXXRXEEINLL
EXINXNA R BRE LN
xxrixx]xilx:o

X+ AXXNE]RIXXRX I RS8N
LTS I LR RN E PSS T I+

{a) Pointe Mouillee

SYHBAL ATA RAN « U HEN
L] gap 091 1352
] T2 ([ TiB06
X 00} 003 3736
T LT [FI] 3775
X [Tk 013 5192
= (1K) TS Tled
+ olb 0L #2540
- %) (T L
. oie D2 7868

521 bag LEEL)

EXNflaATMxNS
XXxxxagmadd
+ +r=sNYXN|EKK| NS
LHHE3EI0A HXIXAKNERNNS

AT A At TR L SR N AR E S
J T THEA Y ITERTXNIR
+, == s XHNLTEIXEENG
e =RXANLAAKNATEA
CEPEXEIRYNNER
PEEEEI IR RN E 5]

PR RN -

——trtes

e TE
pEEEEE,

I TS
LARALS A S AL

T PR EAT R T PR E ez I ke
dredmdmprt EIXTEIROAXXRDEL1d XK AL
attret, SHi-4 IR R EEN IR LY
=T F LA IR [R)ER P AARRAR
SYCTICCTTTLLETX T IRa XK aNT
XIXENIN
X% ApAN
x!x!lle:lx*xsazixnillgq!
TXRRR I I RRRERXARNR P LR #XNENT
PSRRI XEX N RIAERMTAXY | X RAXEY
2ARL YRR EREYRTAUXNI LI RXKS
SXSERIRLRXA A THIRKATX ) Aumnny
EF AR NR N [AX R e¥ e NI IR NP IAE
XASKIRAAXEIALIVA I RS AtRNY
XXX TET IR I XA anAnns
XRb(xxxx kTR FXRXRRRKENR
XX LA EXAlFIz[IIXR AR KRR 6
o=t XXOIAXXTIPEBXLXE] 1N £endnPass
KRATAXKEXI T L ENRTNX AN AN AT aNY
KEEANKAKKAA VR IRL L IR DU MaR Aty

YTy e

AT TR L] BIPXXXIK] Saxx N aun

Erada ¥
e, =4

(b) Estral Beach

som=u ¥ 4

AN EXP=t tmemy AT

HEEr e EAKN

|)i:x(tXz:auz!tn:{:!x!lTxlal-l
. P SUEATRAZERL INRRRXERX TR ] | MAF ST
S XA I XN AANR] [RFREER2ARKINESHZEN
T X TILNDRRX AP IARRMNEABXPRINRNLY
R I AR L EA EI Y E IR 13 E )
WS P IR R PR E R RS DR R A REWBEAP
R T S S e S TP AN Py Ty Y Y T]
r T TR A XA AN KA REE XA AR N RN EA KNS
st re NNt AR RRKT KRS AR N BT IV ERGEANDR
BENE FEENIRD I KA R R RAX YRR AXXARRN
VAR XK P SN ANR T A TRA A KKK AR AR XA GAIT
P KA LXK SRR AN P NN T ENAREN S A

ittt =

HIEETEY F11] AEXBFLARAG AN
ok, PHRAXAREZN | AXRRRERZ A AR AN A D RN NP AN

B T e T T N Y Y TP T EY ST T LT ]
XXX AAARRAARE R YR RAERINXANRERY A
ANt e RN AKX KRR PR AN RS WD RN
ATt S AN RN RS A NI HN NN SR AN
SX R4 A REE R R KA Sk N FEFTUTIT)
EXF LA RAT U I FAPERATER G AP LA RN AN
L I LA T P ST EY T EE ] |
b, uia. * A N L T R Y LT S P T P 1]
Su ¥ SYRINE - CRRRERT | KARKRANR CXKRFENATAT
SHEE SN e LA AR A R CHR OO E B A A R AN A
RS P LY ETFEY PR FF e P FEPY Y 717
s AP AT o CXAATRREL LI RKFERAT XN AN
REEERY S R Py P P TPy e T e ]
AXNZ +ZARIR RSP AEARENRERXARK U URS
KXY, ARRKRANEEXTXXEFAT[ARBRESHEY
ERAX = IR WARI VMU WA AR RN M NCENNT
ERAFEEE FELE YL S T Tyt
e e e R L L L S TR TRTTIT]
P RN KK I XNANAN R A FE A X RS S PR R A ENEH
_* ‘he THIEXXIESEXIRANAS | RN RN ALK MNAET AN
e T P T T I T AT T RE L L
xu|aHxnn;assv*vl*grtxrﬁ)in!il
FEAVRRATREY
reaothr. SeSEXREX T EXALEERRRY LIRELERS Li2111) ]
R Y e P P PP T TP e T T Y 1 ]
AN E AN A R KM BE P ET SN S AEK NN

XEARRAR R i N LR PR AL £ X KA TRERAR N
Xr.ft&'#l=¥[lx!!*tiii%‘i?ﬂﬁb!:"t.}'lilﬂtll’

{c) La Plaisance Bay

FIGURE 25. DIGITAL PRINT-OUT OF LEVEL SLICINGS, DATA DIVIDED INTO TEN HISTOGRAM GRAY LEVELS.

ERTS-1 Band 7, Scene 1265-15480. Compare to Figures 23 and 24,
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b) A second approach is to play the tapes onto a video display and have an operator
identify areas of known ground covers. Using several similar surfaces as: training
sets, a signature for that surface and for that particular data can be consiructed and
used to determine all similar surfaces in the scene being studied. From this, it is a
trivial problem to determine other parameters of the selected ground cover (percent-

age of cover in the entire scene, location of this cover, ete,).

c) The third approach varies from the previous two in that the percentage of a scene
covered with a given type of surface is known beforehand. But, netther the location
nor the signature are very accurately known. The one assumption which must be
made in this case is that the several scenes are listed so that the progression of re-
sponse to the remote sensor is in only one direction. That is, in the case under
study, the progression from "open water," "flooded land,” "wet land," and "others"
is progressively from dark to light tone on the Band 7 image.

The data needed to accomplish the third approach to level-slicing of ERTS -1 tapes are
available for the three coastal areas of Monroe County (Table 10}, Also, the several categories
used for classification of the land surface are in the required (i.e., progressively lighter)
sequencé.

Consequently, these three study sites (Pointe Mouillee, Egtral Beach, and La Plaisance
Bay) were studied using this third approach, and the resulting digital maps are presented in
Figure 28, Thus, for the Pointe Mouillee (IR interpretation) in Table 10, we note that the
darkest areas (66%) of the image are classed as "open water," the next (159;) are classed as
"wet™ and the highest (brightest) areas (199,) are categorized as "other." The category
"built-up" was neglected because it comprised a negligible portion of the area studied, For
the other two sites (Estral Beach anc} La Plaisance Bay) this category was included in the
computer classifications.

Two problems may be solved using this rather crude digital analysis of these data, The
first is to determine the accuracy with which the signatures (i.e., the data range} may bé
determined, and the second is to assess the accuracy of the location of the particular features
which have been identified.

From Table 12 we note that the data ranges for open W;J,ter were quite close, at least for
two of the three study sites. Obviously these figures are fairly crude and there is some
variance in the signatures for open water determined for each of the several study sites.
Presumably, the data changes for the open water signatures would be reduced or brought
into closer congruence had the original data been divided into more categories, say 20 rather
than eight or ten. It is interesting to note, however, that the Pointe Mouillee and Estral
Beach study areas are fairly comparable with respect to the "open water" signatures and that
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FIGURE 26. DIGITAL PRINT-OUT OF LEVEL SLICINGS, USING THE "PERCENTAGE AREA™ METHOD.
ERTS-1 Band 7, Scene 1265-15480. Based on data presented in Table 10.
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TABLE 12.

AREA

POINTE MOUILLEE
ESTRAL BEACH
LA PLAISANCE BAY

DATA RANGES FROM ERTS-1 (CCT-MSS7) FOR OPEN WATER

FOR THREE COASTAL AREAS

PERCENT OPEN
WATER (Table 10)

66%
50%
46%

DATA RANGE CORRESPONDING
TO THIS PERCENT

TABLE 1lla TABLE 1la
016-018 016-021
014-015 011-016
003-003 000-005
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the La Plaisance Bay area varies widely from the other two. The tone of the open water for

this latter area is actually darker (i.e., lower on the data range) because Estral Beach and

Pointe Mouillee have contrails overlying them.

Two additional items with respect to data range must also be pointed out:

a)

b}

In the three areas in which the percent-area method was used, only the data ranges
of that particular area were studied. Hence, of the full range of data {000-042) only
approximately cne half (000-027 for Estral Beach and 000-026 for La Plaisance Bay)

was used.

The program used to study the data and produce the gray level maps (Fig. 26) is
written so that the first division of the data could contain less than or equal to the
number of data cells {in percent) for the darkest portion of the data set. For

La Plaisance Bay, for example, the amount of open water is listed {(Table 10) as
being the lowest 469, of the data range for that area. Conseguently, the program
used determined the data range for those points containing the darkest 469, of the
total number of data cells (in this case, 2209), We note (Fig. 26) that the lowest por-
tion of the La Plaisance Bay data range (000-002) containg 638 data points, or 28.69
of the total 2209 data points within the study area. Because the increments for the
data (Irom Table 10) were 469;, 119, 7%, and 369, and because the addition of the
next range of data {003-010) would add another 605 data points (Fig. 26c), the sum-
mation of all data points in the data range of 000-010 would result in a total of 1243
data points being classed as open water. This would have meant that the "open
water” category would contain 56.39, of the data points and would have been an over-
evaluation of the data range. The darker portion of the second data range (that is,
data range value 003) contains over 17.49 (i.e., 46.0 - 28,6%,) of the data points, and
consequently, it can be stated with high confidence that open water, for the

La Plaisance Bay area, is essentially within the data range of 000-003. It is thug
possible to determine the signature of water for La Plaisance Bay more precisely
than for the other two scenes. This is partly because of the nature of the program
used to define the gray levels in this study and because the water has a very low re-
flection, relative to the other study scenes. ‘

This is, admittedly, a rather round-about way to obtain a signature for a given type of

ground cover. Nonetheless, it may warrant more detailed examination when, for example, it

is possible to determine the area of coverage of forests, lakes, snowfields, etc., for a given

area, or when one knows that a given county has a certain portion planted in wheat, corn or
other crops. The method is rather crude and lacks the sophistication which is often demanded

for more rigorous scientific analysis and study. However, it serves the purpose of the studies
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in this report, which was to design some quick and inexpensive methods which may be used
by local government organizations or similar groups in need of remote-sensing analysis for

near real-time studies.

A boint—by-point or random point comparison of the two interpretations of ERTS-1 data
{Figs. 23 and 26) was not conducted to determine the accuracy of the location of the open
water areas. It is clear however, that the general patterns on the "Percentage Area' maps, -
in all three cases, follow the patiern displayed for the open water in the (basic) IR interpreta-
tions in Figure 23. For Pointe Mouillee, the dikes and many of the smaller islands were often
missed in both the visual and the percentage area CCT methods of analysis of Band 7. The
separation of "open water" from "flooded land" (and/or wet lands?) was not as clearly demon-
strated on the CCT analysis as it was on the visual analysis and indeed, except for the large
area in the northern section of the Pointe Mouillee area, open waters are still generally .
poorly defined for the whole area. The opposite is true for the Estral Beach and the
La Plaisance Bay study areas where large portions of the sites classed as "other" are
equally well defined on both the percentage area and the visual methods of data analysis, .

The two sites in which the built-up category was used, the Band 7 percentage area analy-
sis was of little use, for indeed, the data cells classed as "built-up" are scattered along both
the coast and in the inland areas in both study cases,. Interestingly, there was little confusion
concerning the open water and the built-up categories for either of the two southern study

gites,

. For Estral Beach the percentage area method correctly identified most of the southern
portion of the study site as flooded, or as wetlands, but for La Plaisance Bay, this identi-
fication was only poorly rmade.

When the comparison of the ERTS-1 visual and percentage area methods of analysis are
made, it is qualitatively determined that the two are approximately the same. The problems
of the increase of accuracy (compared to the IR photography) of the interpretations of the
ERTS-1 Band 7 data relate more to the resolution of the system and the size of the data areas
which are being studied, For the original ERTS-1 imagery presented to the investigator, the
scale was approximately 1:1,000,000. This was increased to a scale of 1:50,000 for the visual
interpretations, and enlargement of 20 %, which is considered to be about the greatest amount
of enlargement that can be made on the ERTS-1 imagery. (The enlargements were made from
the 9.5 x 8.5-inch negatives provided by NASA -Goddard.) For the CCT analysis, the individual
data cells, representing a resolution element of approximately 90 X 30 m were used. Because
only Band 7 was used in both of these analyses; the accuracy of interpretation is probably re-
duced since-othér spectral information included in the other three bands was ignored. A ref-
erence to the earlier data (Fig. 3) presented in the case of the ice and snow studies, speaks
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strongly to the need to consider all spectral bands when interpreting the ERTS-1 data. To

use all of these data would reguire a more extensive program and therefore, more time for
the analysis. This would, to a degree, subvert the purpose of these efforts - that is, to identify
some quick, inexpensive and relatively accurate methods of identifying {looding and flooded.

coastal areas using remote-sensing data.

4.4 CONCLUSIONS TO FLOODING STUDIES

The studies of the Monroe County, Michigan flooding of April 1973 using three different
remote sensors has led to several conclusions. When using the black and white IR aerial pho-
tography as a basic data set for comparison, the X(HH) data {from SLAR was the single best
sensor for obtaining similar data. This is because the resolution of the SLAR is fairly high
{30 % 30 ft) and therefore approximately one order of magnitude greater than the resolution of
ERTS-1. The other SLAR data [X(HV), L(HV), L{HH}] contribnted to the iserpretation pri-
marily in making the finer distinctions between wet lands, marshes and the like.

Built-up areas were not visible on the ERTS-1 Band 7 imagery primarily because, in the
study areas, they were both flooded and surrounded by open water or relatively continuous
vegetation. Hence, these built-up areas would be classed as suburban residential, and were
not congested as would be a large town or city. Inthat respect, the comments concerning the

built-up classification are probably applicable only to small rural and primarily residential
areas. However, as mentioned, when flooded they were classed as "flooded" and not distin-
guighed from other flooded lands on the ERTS~1 Band 7 imagery. The SLAR data, on the other
hand, were extremely useful for identifying the built-up areas, even though they were not also
identified as "flooded," "wet" or "'other." Consequently, these two sensors used in concert
from orbital heights could provide data to relief organizations which would identify the flooded

areas in addition to those areas which were also built up.

The use of the ERTS-1 CCT has led to a series of very sophisticated algorithms for the
analysis of a wide variety of earth surfaces. Normally either the signature of the surface or
training sets of data are needed to identify specific types of earth surfaces. It has been demon-
strated in this work that in areas where the percentage of the site covered by a given surface
is known, and if it is possible to place this surface accurately in the gray spectrum for any
given ERTS-1 Band, then the CCT can easily and simply be used for identifying the location of
that particular earth surface. This does allow the use of CCT techniques - and therefore the
quick, but relatively crude analysis of satellite data,
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5
CONCLUSIONS AND RECOMMENDATIONS

The conclusions resulting from this work comparing the relative usefulness of two re-

mote sensors (ERTS-1 and SLAR), both of which are operative from orbital altitudes, are

listed below. It must be noted that the resolution of the data used in this study is the same as

would be obtainable from orbital altitudes of these two sensors although the SLAR was, for

this study, actually an airborne system flying at relatively low altitudes (10,000 ft), Low al-

titude airborne black and white infrared photography was used primarily as a control or sur-

rogate ground-truth source for the studies of flooding in Monroe County, Michigan.

The conclusions are:

(1)

@

)]

(4)

(5)

For the visual analysis of ERTS -1 imagery, a basic set of radiometric signatures
are easily and cheaply obtainable by the researcher working in his own field area,
Such data may be collected at the time of the satellite pass, requires a minimum of
manipulation and quickly provides necessary guidance for visual interpretation of
the ERTS-1 imagery.

For studies of lake ice, ERTS~1 Band 7 has proven to be the best suited for identi-
fying open water and open-pack ice. As the amount of open water in the scene de-
creases, or as the amount of free water in the snow decreases, there is a decided
preference for using the shorter wavelengths for identification. However, in cases
where the spectral response curve is essentially flat for all wavelengths (e.g.,
snow}), all four ERTS-1 bands are necessary for adequate identification.

The study of the electrical properties of the ice and snow pack are fruitful in that
thelowdielectric constant (¢ 1) and low loss tantent (tan 8)indicate that energy penetra-
tion can be considerable in the cases of the ice and snow having no free water, This
expands the information available l')eyond that obtained from ERTS -1 and comparison
of the two data sets should yield considerable additional information ahout the sub-

ject material.

SLAR data apparently gives information cbncerning the internal structure of the
snow and ice (as opposed to the surface information which is available from ERTS-
1), and consequently supplements the ERTS -1 data,

For the monitoring of ice, all four ERTS-1 bands are useful and generally neces~
sary. There is some argument for the finer division of the ERTS-1 bands (i.e,,

finer spectral resolution) especially in the longer wavelengths where the spectral
response curve rapidly decreases with increasing wavelength. No-conelusion may
be drawn concerning the SLAR imagery for ice because there were no data avail-

able at the time this study was being conducted.
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The measurement of floods and flooding areas (using ERTS-1 Band 7 only) is quite
promising. A major problem is the identification of the small land and water areas

which tend to be obscured within the resolution element of the system.

Band 7 of ERTS-1 did not allow the detection of the several small towns in the
Monroe County study site. Alternatively, those urban sites which were flooded,
were easily identified as flooded. The SLAR detected the same built-up areas, but
it was not always possible to identify them as flooded on the available imagery. By
combining the two systems, the identification of the flooded towns was easily and
accurately achieved using the photo-interpretation approach. The near simultaneous
and near-real time availability of data from the two sensors could be extremely
useful for guidance of flooding and post-flooding rescue and disaster relief

gperations.

Because the resolution cell of ERTS~1 is relatively large (approximately 300 ft) it
appears rational and necessary to supplement this system with a fine resolution
active microwave imaging system such as synthetic aperture SLAR. This would
allow the continual monitoring of some sites through most weather conditions, and
the collection of data over a wide portion of the electromagnetic spectrum during

periods of high atmospheric attenuation in the visible portion of the spectrum.

In the case of {loods, it appears that the ERT8-1 Band 7 is the single best band for
monitoring both water and moist and saturated soils. For thege studies, SLAR X-
Band (HH, HV) gave the vast majority of the data used in the image interpretation.

It is also concluded that the near real-time availability of these data should be
strongly encouraged. The data need not be confined to the same level of techno-
logical sophistication. For the examples used herein, near real-time (less than 12
hours) data dissemination is mandatory if a goal is the inclusion of numerous

smaller organizations in the utilization of the data {or disaster and operational

' purposes.

It is a relatively easy task to use the ERTS-1 CCT for identifying the location of a
given ground surface if the following two items are known: (a) the location of the
radiometric response of that surface in the continbum of the gray scale for the
study scene and (b) the percentage of the study area which is covered with that

particular ground surface.

The combination of the SLAR and ERTS -1 data are definitely complementary to one
another, as demonstrated in the case of the built-up and flooded areas. SLAR was
ingtrumental in identifying these areas as built-up, whereas ERTS -1 Band 7 were

necessary to identify the flooded condition.
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On the whole, past experience has indicated that small governmental units and those or-
ganizations lacking relatively large staffs or budgets, have been excluded from the use of
much of the remote sensing data which are available. Part of this situation has resulted
from the distribution of the data, but the concern in this study has related primariily to the
types of analysis which have been conducted. The emphasis in this report is the need for the
development of simple, inexpensive and relatively quick methods for analyses of remote-
sensing data from SLAR and ERTS-1. For the former, only visual analysis, in the photo in-
terpretation mode is presently possible, primarily because technology has not yet developed
the automatic recognition and classification capabilities. Nonetheless, thesé data can be
quickly analyzed using photo interpretation, and because the data are available at a very high
resolution (30 X 30 ft}from orbital altitudes, they hold a great deal of promise for use by all
types of organizations wishing to obtain quick information about some dynamic portion of the
earth's surface. It is strongly recommended that SLAR data be collected with increasing
vigor, and equally vigorously distributed and made available to earth scientists for analysis
and study. This all-weather sensor can overcome many of the data collection problems ex-
perienced by ERTS -1 {specifically the problem of cloud and weather penetration) and provide
people with near real-time data.

The ERTS-1 sensor, although of a much lower resolution than the SLAR, provides a dif-
ferent type of information and the two systems are strongly complementary. Consequently, it
is suggested that an increased effort be made to stud'y the data from a set of sensors covering
a broad range of the electromagnetic spectrum; in this case the visible, near visible and sev-
eral portions (3 and 26 cm) of the microwave were used. This is possibly not the best com-
bination for obtaining earth science data, and continued efforts should be made along these
lines to identify the contribution of each sensor for the particular earth science problems at
hand. '

Finally, increased efforts should be made to develop relatively simple, small, portable
and inexpensive instruments which will aid the scientist in the analysis of the remotely -
sensed data. Field instruments, such as the Q-meter or the Bendix RMPI which were used in
this study are indicative of the types of instrumentation which are considered to warrant an
increased effort. The use of data so collected, and the introduction of these ground-truth data
for the automatic analysis of the remotely-sensed data should be continually encouraged. '
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FIGURE A-1. IR PHOTOGRAPHY, MONROE COUNTY, MICHIGAN, 11 APRIL 1973

92



ERIM

FORMERLY WILLOW RUN LABCQRATORIES, THE UNIVERSITY OF MICHIGAN

FIGURE A-2. IR PHOTOGRAPHY, MONROE COUNTY, MICHIGAN, 11 APRIL 1973
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FIGURE A-3. IR PHOTOGRAPHY, MONROE COUNTY, MICHIGAN, 11 APRIL 1973
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FIGURE A-4. IR PHOTOGRAPHY, MONROE COUNTY, MICHIGAN, 11 APRIL 1973
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FIGURE A-5. ERTS-1 IMAGERY, MONROE COUNTY,
MICHIGAN, 14 APRIL 1973. Scene 1265-14580.
Top: Band 4; Band 5. Bottom: Band 6; Band 7.
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